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PREFACE 

nliS study is part of a programme of studies undertaken by the Resources 
and Transport Division of the United Nations Secretariat which is concerned with 
questions of applying new technologies and development methods to the water 
resources problems in developing countries. Particular attention has been 
focused in recent years on the application of water desalination as a means of 
meeting real water needs and stimulating development in areas suffering from a 
shortage ~f fresh water. 

This report is intended to define the conditions under which solar 
distillation may provide an economic solution t:J the problems of fresh water 
shortage in small C;Jliilt:.unities. In particular, the purposes of the study are: 
(a) to review the current status of solar distillation; (b) to outline the 
general classes of situations in which it ~ay represent the best solution to 
water supply problems; (c) to provide a method for potential users to estimate 
performance and costs of-current still. designs in their areas; (d) to UQte 
practical problems of solar-still design and operation; and (e) to recognize 
some possible changes in solar-distillation technology and economics which may 
affect the applicability of the process in future. 

The study does not consider the conversion of solar energy into Qther forms, 
such as the generation of electrical energy, which may subsequently be used in 
desalination processes. 

The proposals for the present study which were contained in the report of 
the Secretary-General, 11'YJater desalination -vri th special reference to 
developments in 1965" (E/4142), were approved by the Economic and Social Council 
in resolution 1114 (XL) of 7 March 1966. 

Accordingly, a panel of experts was convened at United Nations Headquarters 
from 12 to 19 October l968, composed of the following persons: 

V.A.. Baum, Physico Techn8logical Institute, T1.::.rkmenian Academy '::>f Sciences, 
Ashkhabad Turkmen SSR 

A.A. Belyannis, Technical un:;.v•"rsity of Athens, Greece 

J .A. Duffie, University ':lf Wisconsin, Hadis·.::m, Wisconsin, United States 
of America 

E.D. Howe, Sea lfater Conversion Laboratory, Un::.versity '::>f California, 
Berkeley, California, United States of America 

G.O.G. Lof, Consulting Chemical Engineer, Denver, Colorad':l, United States 
of America 

R.N. Morse, Cowmomrealth Scientific and Industrial Rese.-:rch Organizati::m, 
Melbourne, Australia 

H. Tabor, National Physical Laborat~ry 8f Israel, Jerusalem, Israel 
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Assistr. throu[':h the provlslan of material and substantive coin.:-:1ents 
vas also re n cd by c. Gorr,ella J Societe d I etudes f:JUr le tre i tel:tO::L t et 
l 1 utilisatL. .l des eux ( SETUrE), Paris, France. S-caff' uembers :Jf the Res:lUrces 
and Transp?rt Division of the United Nations participated in the _;1eetinc;s and 
in the prep9.ration of this reprt. The United Nations 2ecretaric.:t is 
parti~ularly indebted to J .J,. I'uffie, whc:> assisted in the preparati:Jn c:>f this 
report. 

Additional United Nations publications in the field of desalination are 
list"l in the biblbgraphy. 
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EXPLANATORY NOTES 

Reference to "gallons" indicates United States gall:ms, ar:d t;::; "d::Jllars"; 
United States dollars, unless othervrise stated. 

The abbreviati::Jn "gpd" indicates gall::Jns per :Ia;}. 

The following table will allow c:mversion ir1to ::Jther units: 

T:::~ c:::~nvert Hultiply by 

gallons (U.s.) 
galbns (u.s.) 
1,000 gallons (u.s.) 
sq_uare feet 
gallons/square f:::~ot 
dollars/square fo:Jt 
pounds/square f:::~ot 
•TU square f'oot-l day-1 

~TU hour-1 square fo:::~t-l 

BTU square f'oot-l °F-l 

0 -l 
F 

imperial gallons 
cubic metres 
cubic metres 
square metres 
cubic metres/square metre 
dollars/square metre 
kilogratnmes/square metre -l _1 calorie square centimetre day _1 calorie h:::~ur-1 square centimetre 

oc-l 
-l 0 -l calorie square centimetre C 

The nomenclature used in annex II t:J this report is given below: 

0.833 
0.00379 
3-79 
0.0929 
0.0408 

10.77 
1+.88 
0.271 

o.487 
o.487 

thermal capacity of' water, still and gr-:mnd, :JTU °F-l sq. f't.-l 
convective heat transfer coefficient glass cover to air 

BTU hour-1 sq. ft.-1 °F-l, having a value of' 2.6 for a wind 
velocity of' 5 mph and 7.2 for 20 mph 

P1·T•P1-rg 
% 
qe 

qga 
qr,qc 

t 
Ta 

Tg,Tw 
IYg,'T' 

0!-y; 
'no 
(i 

l -l solar radiation on horizontal surface BTU hour- sq. ft. 
latent heat of' vaporizati::m of w·ater EW/lb. 

-l thermal loss c~eff'icient base of still to surroundings BTU hour 
sq. f't.-1 oF-l 

partial pressure of water vapour at Tw Twg psi 
heat loss from base of still BTU hour-l sq. ft.-1 _

1 
_1 

heat transfer brine to glass by evaporation BTU hour sq. ft. 
heat transfer glass cover to surroundings BTU hour-1 sq. ft.-1 
heat transfer brine to glass by radiation and c:mvection 

BTU h:Jur -1 sq. ft.-1 
time 
ambient temperature oF. 
temperature of glass cover and saline water 8 F 
solar absorptance and transmittance of glass cover 
solar absorptance of brine and trough system 
drainage efficiency of still _

10 
_1 -l 

Stefan-Boltzmann constant 17.2 x 10 BTU hour sq. ft. 
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I • SUMMARY OF FINDINGS 

Solar energy represents a vast energy resource which is most available 
in many areas where population density may be low and where conventional energy 
resources may be expensive. Its use for operation of desalination processes 
for production of fresh water is technologically feasible. 

A. Current technology and costs 

The most advanced solar still currently in use is the basin-type still, 
a cent:J.ry-old concept which has been modified and adapted to modern materials 
and applications. An 11,500-sq. ft. basin-type solar still installed at 
Las Marinas, Spain, is shmm in the frontispiece; and a sectional diagram of 
a basin-type still is shown in figure 2.* 

At the current time, all solar stills can be viewed as being in various 
stages of development, rather than as an established technology. Some still 
designs, however, are in advanced stages of development, and considerable 
operating experience is available upon which to judge their utility and costs. 
Still productivity can be predicted with some confidence for those designs in 
which problems of m~chanical failure or corrosion are minimized. The most 
advanced designs are those which use standard materials of construction, such 
as glass, concrete, asphalt and corrosion-resistant metals. Consideration is 
also being given to designs that rely in part on new plastic materials. With 
most designs there are possibilities of construction using, to some degree, 
locally available materials and labour in the area of application. Construction 
maintenance and operation do not require high levels of skill in working with 
complex machinery. 

Solar distillation should be considered a possible method for water
supply under the following circumstances: 

(a) Natural fresh water is not available and saline water is available; 

(b) The climate is good (i.e., the solar radiation levels are high); 

(c) The potable water needs for the community or user are below about 
50,000 gpd; 

(d) Reas::mably level lcmd is available for solar-still sites 

(e) Such land is in isolated locations where inexpensive power and 
highly trained manpower are not always available. 

* Figures 2-17 may be found at the end of the report. 
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The uniq,ue characteristics and proble;:1s of solar distillation n,ust be 
taken into account •-1hen evaluating it as a possible method of wateT-SUPLJly in 
comparis:m with other methods. 

Being based on a time-variable energy source, solar distillation pl"ovides 
a variable output. Summer product-water yields are typically t)1ree to fo:.Jr times 
1-1inter yields. If water needs do not follow the same patterns 1-li th time, 
product-1-~ater storage or auxiliary supply, or a combina+;ion, must be provided. 

Solar distillation is a capital-intensive process, requiring relatively 
large capital investment per unit of capacity and, in properly designed and 
c~:mstructed systems, a minimum of :Jperatin,.g and maintenance costs. Frocluct
l·rater costs thus depend primarily up:m still productivity, capital cost of the 
installation, its service life, and amortization and interest rates. 

Solar~·still productivity is c:mveniently referred to, in round numbers, 
as being, typically, 0 .l gal sq. ft. -l day-l for a good day. It is, h:><rE:ver, 
highly dependent upon solar radiation and less dependent upon air temperature 
and other factors. On clear winter days a well-designed still will yL:ld 
perhaps 0.03 and on clear, hot summer days, perhaps 0.12 gal sq,. ft.-1 day.J.. 

Summing up these yields over a year, experience shows that annual stil} 
yields of about 25 gal/sq. ft. are obtained, with some variations due to clil::ate 
and still design. 

The unit capital of solar stills built in recent years has been $2.0C-$0.60/ 
sq. ft. lviost of the estimates based on current designs of durable stills show 
costs of materials and labour for still construction to be in the neighbourhood 
of $1/sq,. ft. 

The projected lifetime for stills constructed of concrete, glass and other 
long-lived materials is twenty years or more. Other still designs have been 
developed using some materi&~s with shorter service lives which must be 
periodically renewed. 

Assuming favourable interest rates, such as those granted to a public-utility 
type of venture, and service lives as noted, one obtains water costs of $3-$6 per 
1,000 gallons. Variations within and from this range are experienced because 
of rainfall collection, storage costs and unpredicted factors affecting still 
pr<Jductivity. 

While this cost is high, when measured by the usual standards of large-scale 
water-supplies, it is based on solar plants with outputs of 25,000-50,000 gpd, 
or less. Experience thus far with other desalination processes in this small 
size range has snown product-water costs t8 be as higt: or higher, particularly 
when energy sources have to be especially provided. ln plants larger than this, 
it is clear that 8ther desalination pr8cesses can pr8d,uce water more ec8nomically 
than can solar distillation. It may also be observed that the costs of s8lar 
stills do diminish as significant devel8pments occur; however, the C8Gts of 
competitive processes may also decrease accordingly. 

Flexibil~ty in choice of size over a significant range, without 
significantly affecting unit costs, is an important feature of the solar still. 

-2-

·-:\-



B. Potential sc:Jpe ~f s~l~r J~stillati:;n 

'Ihere are ::>trer s·:;lar r:r:Jcesses which may LT:J<:l.den the sc::Jpe :Ji' s:JLtr 
distillati::Jn in futu<: e, depending u~_::on the sL:.ccess :::;f develCJ[Anent stucJies :::u 
che pr:;cesses s!zl up:::m further deveL:lpuents in CJther areas of resean:h rnt 
directly relatec t:::: s::1l2.r disti.llati:::m. S::Jne -::1 tte are2s ::>f cJ.rrent :.Jr pssicie 
research and devel::Jpnent :m s::>lar c:istillati::;n are described bei::Jv. 

Further refinenents in basin still design, t:J impr::;ve ~erf::Jru.,nr:e anu 
reduce cCJsts, are bein::; studied. Use ::>f ne1v cr,aterisls 'with unique pr·::>perties 
and ::Jf l:;cally available caterials and ev:Jluticms 'Jf design are p:Jtentially 
i~ap:Jrtant. S:JrJe research is directed tCJ devel::>pment :Jf very srnall units J in 
the rar;ge of 500 gpd or less. 

\ 

The basin-type s::Jlar still cCJmbines the s:Jlar-enercy c::JllectiCJn functi::m 
and the distillscion function in u single unit. Separation of these functi:)ns 
1-nuld allo1v regenerative, :Jr multi-stsge processes, t::J be s::Jlar-::>peratecl. 'I'his 
cievelCJpment is, ::>f necessity, dependent upCJn very significs.nt pr::Jgress in 
solar-collectCJr technCJlCJgy (i.e., a "breakthrough"). 

Combined energy sCJurce systems, in which sCJlar energy tCJ the still is 
augmented by -.raste heat frCJm, fCJr example, intermittently 0perated diesel :Jr 
gasoline engines, may reduce the cost Jf product ~-later fr0m the still. 

Jvlultip.Le-purpose systems, producing s::>me c::;mbination of water, salt and 
pCJssibly power, can be c::Jnceived. 'tlithin the limits set by relative mcrkets for 
these cCJmrnodi ties, such systems CCJuld be signific2,~1t, but only after very 
ccmsiderable further research and devPlopment. 

Multir.le-f:mctiCJn plants, in 'lvhich 1-rater pr::Jduction is integrated ,.rith 
1•Jater use, are als:J being c:Jnsidered, fCJr exa;aple, in an :.r::.tegrated syst<"m f::>r 
energy, vrater and f::JCJd pr:Jduction. 

C. Steps for evaluatiCJn ::Jf s::>lar distillatiCJn 

'l'he f::lllCJvring steps and considereti::ms etre 3uggested f::>r assessing sCJlar 
distillation as a J~eth::ld :::f meetinG; a particular w~ter need, t:J prCJvide 
inf:::rmati::;n i·Tith -.rhich to c::Jmpare it vith alternatives: 

(a) Cli:nate. 
generally clear, a 
stills is a direct 

If the sCJlar radiati::m climate is g::l:Jd; i.e., skies are 
sCJlar distillation plant may be feasiblP.. Pr::;ductivity CJf 
Lmcti::>n CJf solar radisti:Jn received :m a hCJrizontal sur·face; 

(b) Scale of need. 80lar distillati:Jn now appears suited t~ wster 
requirements CJn a relatively small scale, i.e., less than CJbout 50,000 gpd. 
F:::>r larger demands, CJr deu1ar.ds that are Rnticipated tCJ increose in the near 
future, Clther desalination meth~xls are n:;w c1::1re ec:;nomical; 

(c) Site. Land that can serve as ~ site, with unobscured sCJlar radiatiCJn, 
fCJr the stiiTirrstallati::m, shCJuld be near the water users. Saline -.nter ;nust be 
&vailable for feed vmter to the pr0cess. C:Jmpeting uses f:::>r sites shJuli .:Jl~) 
be c::;nsidered; 

-3-



(d) Estimate ::~f pre] iuir,ary still :.ize. A \.JPll-desii~ned, 'Jell-c-:n::otr1J_cted 
still in a g::>od climate should [:>roduce a b:Jc~t tvrenty-fi ve gsllons per sclu_are f::Jot 
of still per annum. This yield, compared '.rich annual water needs, -v;ill give a 
first apprc_,ximation ::~f the required solar-sCill area~ 

(e) 
::~f l::>cal 
evaluated 

=:-esign. (:lle ::;r more designs can be selected 
conditions, available materials and skills of 
for the particular location; 

~r developed in Lhe light 
local Hork f'.Jrce, and 

(f) F.stimate of monthly yield. Fased ::m a particular design, ;aonthly 
y _j eJ ds of dis-:;c-iiled '.Jater-can te estimated fr::~m exper .Luten tal data on similar 
stiils in :Jther l:,cati::ms, or through the use of ~stimation methods such qs those 
outline(} in chapter III of this report. These monthly yields sh::mld be based 
on monthly 1rrean radiati:::m levels and temperatures (the most widely available 
form of the uertinent meteor::>losical data)~ 

:g) Rainfall contribution. If local conditions and regulations permit, 
rainfall run-off from the stilJ_ can be recovered. This can be estimated fr:Jm 
average monthly rainfall data (if rainfall is not highly variable) 'Jr minimum 
monthly rainfall (if it is variable), applying a reasonable rec::>very factor. 
Useful rr:onthly rainfall collected can then be added to still yield t::> pr::>vide 
an estimate ::>f month-to-month production :Jf m;eful water from the still; 

l'.h) h !Vlonthly needs versus pr::>ducti::>n. A c::>mparis::m ::>f m::>nth-t::>-mont 
distributicms ::>T uater production and water needs will indicate water storage 
l'equirements, rwdificati::>ns in still size ::>r possible uses 'Jf sup~lementary 
sources, 

(i) Estimate of c::>st. ~-.'ith the f::>regoing inf::>rmation, the appropric;te 
data on still designs, first c::;sts, sF:rvi'"e life) mc.intenance and :::;peroting 
rc=quirements, and local inf::>nnation on interest rotes and ::Jther ec:.m::n:1ic f'acto~ s, 
the c-::>st of delivering ;.rater fron the s-::>lar stills can be estimatPc; ar.c! C'C:•mpared 
-vrith alternatives; 

( j) Other c::>nsiderati::ms. C::;nslueratic:lnE n-:Jt directly quantifiable in 
terms of c::>st may als::> be imp'Jrtant. These c::>Llld include, f'Jr example, 
sociological and pers::>nal factors, resistance to change, distance of users from 
the potable -vrater-supply, r,l"-:Jte':!tion ::>f the still :from vandalism, meth-:Jdr; of 
vrater cost distributi:m or sales meth::>ds, subsidies and/or fuel savint::s. 



II. BASIN-TYPE SOLAR STILLS 

The most common type of solar still, and that in the most advanced stages 
of development and application, is the basin-ty~e still (also referred to as the 
greenhouse-type, roof-type, simple-type or c.:mventione.l-type s-:-ill). 
This section C"Jntains: descriptions of the designs, a brief discussion 'Jf the 
theory of operation, a method of estimating still perforrr.ance, rain-~orater 

collection and storage re~uirements; practical c::Jnsiderati::Jns of s::Jlar-still 
operation; and a discussion 'Jf costs of solar stills and water pr::Jduced fr::Jm 
them; and the potential areas of applicability of the prJcess. (Information 
on other still designs and additional details on still the::Jry are given in 
annexes I-III to this report.) 

It must be.observed here, however, that other types of solar stills have 
been proposed and studied. These include: (a) multiple-effect stills; 
(b) multiple-stage flash units; (c) solar heat collectors supplying lleat t'J 
conventional distillers; and (d) tilted, wick-type stills. Other designs are 
clearly in earlier stages of research and development, while another group has 
been studied and discarded for reasons of engineering difficulties or lack of 
promise of economic feasibility. 

The status of various solar-still designs and processes needs to be 
recognized. Some basin-type designs are in late stages of development and 
have progressed far enough for water-supplies for small cow~unities, at least 
for limited time periods, to have been based on them. These designs are 
described below. 

A. Still design 

The process 

In nature, fresh water is r~oduced by a very large-scale process of solar 
distillation. Solar radiation impinging on the surface of rivers, lakes,, marshes 
and oceans is absorbed as heat and causes evaporation of ~omter from these 
surfaces. The resulting vapour rises as humidity of the air above the surface 
and is moved along by winds. If and when the air-vapour mixture is cooled to 
the dew-point temperature, condensation may occur; and the pure water may be 
precipitated as rain or snow. The essential features of this process are the 
production of vapour above the surface of the liquid, the transport of this 
vapour by air, the co::Jling of the air-vapour mixture, and condensation and 
precipitation. 

The natural process is copied on a small scale in basin-type s::Jlar stills. 
A water surface of limited size is cc ,ered ~orith a cover transparent t8 solur 
radiation. This cover serves two major purposes: it prevents escape of the 
humid air above the water surface; and ~t furnishes a cool surface upon which 
part of the humidity can condense. The cover also serves as a L'adiation shield 
and reduces the energy l:::>ss by emitted long-wave radiation fr;:;m the ><Tater surface· 
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\·lhile neither glass n:Jr the sheet plastic materials used f:Jr the ~:Jver are 
completely transparent to solar radiati:m, they absorb and reflect ::mly a small 
porti:Jn :Jf it and interfere little with the evaporation process. 

A schematic cross-section of this type of solar still is shown in figure l. 
There are several existing solar-still designs, which differ from one another in 
materials used and in ge:Jmetry, but all include elements serving the same 
functi::ms. The saline-Hater c:Jntainer or basin must be 1ratertight; it is 
blackened to absorl.J solar radiation effectively. The transparent cover must be 
·rap·:mr-tight and sloped at an angle sufficiently great to permit 1.rater c:Jndensing 
on its inside surfaee t') fl:m by gravity into the c:::>ndensate troughs. C::>ndensate 
troughs must be arranged to collect all C>f the ·11ater dripping fr:Jm the lo·rrer 
edges o1· Ghe cover and to drain this product water to the outside of the 
enclosure. 'l11e basin liner may be laid directly on the gr::mnd or insulnted 
therefrom to reduce heat loss through the bottom. Netalj concrete :J~' other 
lon:::;-lived materials may be used for the structural elements and condensate 
troughs. Further differences are introduced by the use Clf variClus c:mfigurati::>ns 
and sizes. 

Brief history of the growth of solar disti1lation 

The principles basic to solar distillation had been knmm fClr many years 
before the first significant installation wns made in Chile in 1872. Loco.ted at 
Las Salinas in a desert area, this solar still was described by Harding (l) as 
a glass-covered installation which covered a ground area of 50,000 sq. ft. and 
produced a maximum of some 5,000 gpd of distillate for watering mules. 'Ihe 
length of time thnt this still was ih service is somewhat uncertain; it has been 
:.~eported to have been as long as forty ;y-ears. vlhen the mule trains used to 
haul out the nitrate ores i·rere replaced by a steam raihray, the water was no 
longer rec.!_uired; operation :Jf the still was discontinued, and t::Jda;y there are 
only vestiges of the still f:Jundations at the site. 

D.u-ing the Second lvorld !.Jar J collapsible units were designed for use on 
life-rafts (2). These were circular plastic units with weighted conical bottoms 
and hemispherical tops -vrhich 1-muld float in the sea when inflateo. A horiwntal 
felt sheet underneath the plastic dome 1,ras saturated vith sea 1-rater and the 
plastic assembly inflated. The vafour formed 1-rithin the dome -was condensed 
partly on the inside of the plastic cover and partly on the lower cone, >·lhich 
vras in contact with the cold sea. Distillate 1-ras c::Jllected in the bottclln of the 
cone. This device was produced in considerable quantities. 

F::;ll:Jvring the Second :,Jorld War 7 ceveral small experimental glass-c:wered 
stills were designed and constructed in the United States of America - in 
:t>1assachusetts (3) and at the University of California (4). At about -che swJte 
time, exl:eriments ::Jn a small unit -vrere conduct.::d in the Virgin Islands ( 5). 

In 1954, the Office of Saline Water (osu) of the United States 
repartment of the Interior suromarized the vossible ways in which solar energy 
might be used in desaltin,_i Hater (6). This report is still an iraportant b(:sic 
document in the field. 

In 1955, a conference ::JD the use of s-Jlar ener,7y, held in 'Iuc:;cm, Arizona, 
included presentations on solar distillation experiments in i\le;eria, Australia, 
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and the United States of America. Small glass-c::>vered stills designed in 
Algeria (7) were built and sold in small numbers·in Australia, Cyprus as well as 
in Algeria. During the next few years, there was accelerated experimentRtion in 
the United States, under OSW auspices, which culminated in the constructLm ::>f 
large glass-covered and plastic-covered units at Iaytona Beach, Florida. These 
units were operated for several years for OSH, and the results were published by 
that agency ( 8). Meanwhile, additional experimental work had been carried :m 
in Australia, Italy (9), the Union of Soviet Socialist Republics and the United 
States of America. 

In addition, the United Nations Conference on New Sources of Energy, 
convened at Rome from 21 to 31 August 1961, produced further information on the 
research development and operati::m of solar stills in many areas of the i·rorld ( 10) • 

There are currently large installations in Australia, Greece, Spain and 
Tunisia, and on Petit St. Vincent Island in the Caribbean (see table l). Small 
units are located in a number of other countries and on several islands in the 
southern Pacific Ocean. All of the existing installations are of the basin 
type. Other installations, including one in the Turkmen, Soviet Socialist Republic, 
o.nd one at Gwadar, vTest Pakistan, have been proposed. 

Designs for basin-type stills 

Before discussing existing solar stills, it is well to note certain aspects 
of solar-still operation which render this process quite different from other 
methods of desalination. Where most of the other processes are intended to 
operate at an essentially constant production rate at all hours of the day and 
during all seasons of the year, the solar still relies on the occurrence of 
sunshine for its operation. Its production rate varies from a minimum (perhaps 
zero) during the night to a maximum during the sunny period. Furthermore, 
the daily production rate varies considerably with the seasonal intensity of 
sola:r radiation. This short-term and long-term variability .af production rate 
requires the storage of product water, as the demand for water generally does 
not mat~h still production. 

The solar-still installation must include supply and product storage tanks, 
the latter being relatively much larger than those required for non-solar 
desalination plants. Figure 3 shows a diagram of the normal arrangement for a 
solar-still installation. Saline water is pumped into the elevated saline-water 
supply tank, from which it tlows by gravity into the still basins. Product 
water flows by gravity fr~m the product collection troughs in the still into 
the product water storage tank. From that point, the water must be pumped into 
the distribution or delivery system. 

A great number of variations of the basin-type design have been used; they 
differ from each other chiefly in the materials used, their geometry, the 
schemes for supporting and attaching the transparent cover and the arrangements 
for admitting and discharging water. Basically, all consist of a transparent 
canopy enclosing the space above a shallow pool of saline water. The canopy 
slopes towards the edges or the centre so that water condensing on its inner 
s,tirface will drain by gravity into the trough which bounds most of the inner 
periphery of the canopy. 
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Table 1. Existing large solar stills, 1969 

Location 

J:vluresk, 
West Australia 

C8ober Pedy, 
S:::mth Australia 

Caiguna, 
1dest Australia 

Hanelin Pool, 
Hest Australia 

Regna, Greece 

Salamis, Greece 

Patmos, Greece 

Kimolos, Greece 

Nisyros, Greece 

Las Marinas, Spain 

Petit St. Vincent 

Che~.lllou, Tunisia 

Mahdia, Tunisia 

Size 
(square 
feet) 

4,500 

38,000 

4,500 

6, 750 

16,ooo 

~-,100 

95,_300 

11,500 

19,000 

4,650 

13' 700 

Date 
installed 

Cover 
material 

Glass 

Glass 

Glass 

Glass 

Plastic 

Plastic 

Glass 

Glass 

Glass 

Glass 

1967-1968 Plastic 

1967 Glass 

1968 Glass 

resign 

CSIR~~ 

CSIR~~ 

CSIROf}../ 

Inverted.E./ 
vee 

Inverted~/ 
vee 
TUA5:../ 

TUA£/ 

wAE..I 

Status 

Oj)erating 

Operating 

Opersting 

Operating 

C::mverted to 
stretched frame 

UncertBin 

Under repair 

Operating 

Operating 

Basin type~/Operating 

Inflated Operating 
plastic ~/ 

!/ Gperating 

!I Operating 

At an average production rate of 25 gal/sq. ft. per annum an average 
demand of 10,000 gpd requires SC)lne 150,000 sq. ft. of still area. 

~I 

~I 

Commomrealth 3cientific and Industrial Research Organizati-:_m, Australia; 
see figure 8. 

Built under sponsorship of Church ilor1d Series; see figure ll. 

£1 Technical University of Athens; see figure 9· 

~~ Organization for Economic Co-operation and Development; see figures 2, 6 
and 7. 

~~ Brace Research Institute, McGill University, Canada; see figure 11. 

!/ Centre d 1Etudes Nucleaires de Tunis-carthage. 
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Materials·used for the transparent cover have included sheet glass and 
sheet plastics. Glass is preferred by many designers because of its high and 
sustained transparency to solar energy, its mechanical rigidity and comparatively 
low cost. The glass used in some solar stills has been known to perform 
satisfactorily for periods of ten to fifteen years or more, with a very small 
amount of breakage. Figures 4-10 show designs using glass covers. 

Transparent plastic materials have been extensively considered. Early 
attempts utilized cellulose acetate and clear polyethylene, but the former 
material lacked mechanical strength and the latter deteriorated rapidly under 
the influence of solar radiation. While clear polyethylene film has been 
modified to remain somewhat more stable under the influence of solar radiation, 
it has not yet found wide application in stills. Most of the plastic-covered 
stills currently under development use Tedlar film, a stabilized polyvinyl 
fluoride; some use polyvinyl chloride films. Two of the several designs are 
sho~~ in figure 11. 

The basin-type unit developed during experimentation by OSW at raytona Beach, 
United States of America (see figures 4, 5) was modif,ied by the French and 
Spanish designers for the Las Marinas installation (ll, 12). The modifications 
are clearly shmm in figures 6 and 7. The water surf'ace in the basin is 
continuous throughout the area covered by this still. The basin liner is a heavy 
asphalt mat sealed at joints with melted asphalt. Precast concrete beams 
supported on concrete blocks hold up the glass panes and maintain alignment 
between the glass panes and the distillate troughs. Sealing of the glass joints 
to the support beams is accomplished by application of asphaltic cement. 
Levelling of the site must be sufficiently accurate to ensure that no dry spots 
shall be left at minimum water level, about 2 inches. These stills are usually 
operated on a batch basis, but continuous feed and overflow can also be employed. 
The slope of the glass panes is about 10° with the horizontal. 

The design developed by the Commonwealth Scientific and Industrial 
Organization (CSIRO), Australia (13) consists of a number of parallel bays 
separated by sheet metal troughs (see figure 8). These troughs support both the 
glass and the distillate channels. Since the ground is completely covered by 
the still bays and sheet metal troughs, the troughs serve also as collectors for 
rain which may fall on the still area. The basin liuer used in Australia is 
black polyethylene sheets, which run the full length of the bays, about 
150 feet. The bays are uniformly sloped along their length at about 1 in 40, 
and are fitted with cross-dams or weirs every 4 feet. Saline water is introduced 
at the high end of each bay and flows steadily at a rate sufficient to provide 
for the daily evaporation and for holding down the salinity of the effluent brine. 
The glass panes are sealed around the edges with a silicone material, which is 
sufficiently strong to act as a hinge joint at the ridge, thus requiring no other 
support there. Alignment along the ridge is accomplished by metal clips between 
adjacent panes. The slope of the glass panes is about 18° with the horizontal. 

The design developed by the Te::hnical University of Athens (TUA), Greece (14) 
has aluminium frames which support the glass panes at an angle of about 120 with 
the horizontal on the south slope and about 780 on the north slope (see 
figure 9). The pre-assembled frames also incorporate the distillate collection 
gutters and thus serve to maintain alignment between the glass and the gutters. 
The metal frames are supported on a concrete foundation, which also serves as 
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the boundary of the saline-water basin. Butyl ru.bber is used for the basin liner, 
primarily because of its reduced vulnerability to high temperatures. The space 
between bays is paved in order to facilitate collection of rainfall. 

In all three designs, the slope of the glass panes is between 10° and 18° 
'"'' :-h the horizontal; if dripping of condensate back into the saline water is to 

avoided, the minimum angle is about 10°. A primary reason for using a minimum 
iSS angle is that this ensures a maximum solar basin heat-collection area for a 

:.ven glass area. Since the cost of glass is a major item of material cost, 
low glass angle leads to minimum cost for a given area of solar still. 

The dimensions of the glass panes are of interest because of the effect on 
cost. The Daytona Beach basin-type design uses 1/8 inch glass panes which are 
48 inches in the longest dimension. The CSIRO design, in contrast, uses glass 
panes which are only 18 x 22 inches in size. The use of this size makes it 
possible to use thinner "horticultural 11 glass, which is available in Australia 
at about $0.10/sq. ft. 

This glass may be obtained in sizes such that the sum of the two dimensions 
does not exceed 4o inches. 

At thP. TJr.~"\"P.rsity of :;aliforr_ia, -~Lited States of Amer::.ca, a design was 
developed for use on islands in the South Pacif::.c (15). This design 1vhich is 
intended for small-scaJe installations, utilizes metal glass-supports with a 
symmetrical saw-tooth arrangement and distillate collectior: troughs running across 
the 1.Jidth of the still (se~ fig. 10). 

Large plastic-cuvered solar stills, constructed with the two configurations 
shown in figure 11, have been installed on several Greek islands (16). They 
used the inflated canopy (as does a similar still on Petit St. Vincent in the 
Caribbean), or an inverted V design. One of these stills is being replaced by 
a new design using a single slope, in which the plastic cover is placed under 
tension by the adjustment of bolts which move a high-side adjustment piece in 
a lateral direction; the inflated design is being dismantled. These stills are 
considered to be in a developmental stage. 

B. Theory of solar-still operation 

Energy balance statements and their significance 

The basin-type solar still operates when solar radiation, passing through 
its transparent

1 
cover, heats the saline water in the basin to a temperature higher 

than that of the cover. The resulting temperature gradient and associated vapour
pressure gradient within the still causes water vapour to condense on +-he under
side of the transparent cover. This thin film of condensate is drained to 
collecting channels and runs to a fresh-water storage facility. 

Losses are of various types, including convection and radiation from the 
warm water to the cooler cover, reflection from both the cover and the saline
water surface, reflection from the imperfectly blackened base of the still, 
heat transfer from the base and edges to the surroundings and some condensate, 
which may leak back into the saline water instead of running into the condensate 
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troughs. It should be noted that the heat transfer from the cover to the 
surroundings is not a loss, but rather the rejection of heat to the thermodynamic 
heat sink without which the process could not continue. For a large still mounted 
directly on the ground, edge losses include the heat transfer from the edges of 
individual sheets of the glass cover, where they are supported by members or 
surfaces which are in contact with the outside air. These act as cooling fins 
and can cause a serious, if unavoidable, heat .loss from the still. 

Since the direction and magnitude of the solar radiation striking a still 
are continually changing, as are also the ambient temperature and, perhaps, the 
wind velocity, it is necessary to regard the operation of a solar still as a 
dynamic system. Steady-state conditions do not occur for any significant time 
in real installations and are of academic interest only. 

Although in theory the cover may consist of any transparent material, in 
practice it must be durable, cheap and readily wettable. Glass hae overwhelming 
advantages from these points of view and is the most widely used material. For 
this reason, the analysis given below applies to glass-covered stills (see 
figure 1), although the expressions are quite general and can incorporate the 
properties of different cover materials. 

The operation of the still is determined at any time by a set of: 
(a) heat and mass transfer rate relationships; and (b) energy balances. As is 
shown in annex II, a set of seven equations suffices-to describe the system. 
The major items in the energy balance on a still are indicated in the diagram 
shown in figure 12. 

The energy balance for the still requires that the total solar energy 
absorbed must equal the energy transferred from the cover, qg8 , plus losses from 
the bottom and edges of the still, qb, plus energy stored within the system. 
The useful energy term, ~' to which water production is directly proportional, 
is a part of the energy transferred from the cover. Thus, a basin-type still can 
produce, as an upper limit, an amount of water whose energy for evaporation is 
the same as the solar energy incident upon the still. In practice, the ratio of 
actual production to the theoretical upper limit is in the ran~e of one third 
to two thirds. 

For a unit area of solar still, at a solar radiation intensity of Hs, with 
a transparent cover having a transmittance, -r, and absorptance, fX g' with a water 
basin absorptance, a W' and a system heat capacity, cwg' the energy balance on 
the still can be written as follows; 

(Equation I) 

The significance of these terms is as follows: 

tl!H 
g s 

rY 'TH w s 

= Solar energy absorbed by the glass; 

= Solar energy transmitted through the glass and absorbed 
in the basin; 

= Energy transferred from the cover to the air; 
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wg dt 
~ Energy stored in the 

changes with time t. 
system as the ·water temperature 

An energy balance on the cover can be written as follows: 

q ==o +q +q +O:H ga -r c e g s 

where the new terms have the following significance: 

(Equation II) 

Energy exchange by radiation, basin to cover; 

Energy exchange by convection, basin to cover; 

== Energy exchange by evaporation-condensation, basin to cover 
(i.e., the useful energy transfer). 

T 
w 

Still productivity P == qef\, where \ is the latent heat of vaporation of 
water at still temperature. The objective of still design is to maximize the 
ratio of productivity, P, to still costs. Some of the factors leading to high P 
include: minimization of the shading of the basin by cover structure; blackening 
the basin and minimizing crystal for~ation in it to maintain a high o: ; using 
a cover which will be wetted by condensing moisture and retain a high~; and 
insulation to reduce qb. 

,., v 100 ":l.e --
Frequent reference is made to still efficiency, 11 , which is 'T1 = --,::---

the :ratio of latent heat of product water to the incident radiation. Hs 
This may be taken over any period of time, but the most significant values are 
those for a period long enough (at least 24 hours) for there to be equal basin 
temperatures at the beginning and end of the interval. 

Annex II shows methods for calculating the various terms in the energy 
balance equations given above (I, II). The resulting set of equations may be 
solved graphically by means of characteristic charts in which qe is plotted against 
Tg for fixed values of ~· ~ese charts may be used to predict the performance 
of a solar still in much the way that a psychrometric chart is used for 
air-conditioning calculations. 

In a comprehensive analysis of the type outlined above published in 1961, 
the output of a solar still is, correlated with solar intensity, wind velocity, 
atmospheric temperature, cover transmittance and other design parameters (17). 

An analysis published in the Union of Soviet Socialist Republics shows 
graphically the variation of magnitude of terms in the energy balance with air 
temperatur~, radiation and othe; parameters (18). 

It is also possible to compute still performance from the equations by 
numerical methods, and available computer programmes permit the calculation of 
still performance under a wide range of operating conditions, as well as with 
varying design characteristics (19). In these ways, the instantaneous output 
under prescribed conditions of operation may be determinedjand by stepwise 
progression, hour by hour for 24 hours, the daily output under changing conditions 
is obtained. 
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Interaction of still and atmospheric parameters 

The most important factors that the designer can influence are the values 
of thermal ca£acity, cwg' and the heat-transfer coefficients, kb (BTU hour-1 
s~. ft.-1 °F-) for losses at the edges and base due to leakage. The important 
climatic variables are insolation, H , ambient temperature, T , and wind velocity, 
which affects the value of the coversheat-transfer coefficien~, hga• 

To illustrate the interaction of some of these factors~ computations for 
typical stills of the CSIRO design are given in figures 13 and 14. Both the 
loss coefficient, kb, and the ambient temperature, Ta, have a significant effect 
on the still performance. This design, for mechanical reasons, has a relatively 
high ratio of perimeter to area. 

The CSIRO design shown in figure 8 has the value, k = 0.5, but it may be 
worth while to attempt to reduce this by means of insula~ion at the edges of each 
of the sections, r, as has been done in continuous single-basin designs, by 
minimizing effective edge length. Insulation adds to the cost, so it becomes a 
matter for the designer to balance the cost of increasing the output of a still 
by insulating it, against increasing the output by using a larger area of 
uninsulated still or changing the still plan. The comparison must be made over 
an extended period of operation to allow for ambient temperature changes. 
Because insulation has a significant effect on performance, better methods of 
insulating stills to reduce base and edge losses should be investigaged, and 
ratio of perimeter to area minimized. 

The effect of ambient temperature on the output of a still is important) as 
may be seen from figure 13. It is usually sufficiently accurate to consider only 
the average ambient temperature over a 24-hour period, since there is not much 
difference in the output of a still which runs at a constant temperature and one 
which varies over that period about the same mean temperature. 

The solar radiation on the still is the most important single parameter, 
and figure 14 shows how the output varies for different values of daily insolation 
for stills having differing loss coefficients. It will depend to some extent upon 
how the radiation is distributed throughout the day; but this is a second-order 
effect, and it is usually sufficient to consider only the total radiation 
received each day. It is obvious, from the data given in figures 13 and 14, 
that the best situation for a solar still is one where both the daily insolation 
and the mean ambient temperature are consistently high. 

The thermal capacity of a still has a small effect on its performance; 
for an uninsulated still, this consists of the thermal capacity of the water and 
the ground with which it is in thermal contaft• A typical lalue for a still 
having a l-inch depth of water is 16 BTU lb- s~. ft.-1 °F- ; but this would not 
vary over a wider range than, say, about 10-50 for practical stills; and within 
this range it does not have a large effect on output. The output dQeS increase 
as the thermal capacity is reduced; it fQllows that, while water depth is not 
critical, it should be as small as is practical. 

The effect of wind is unimportant on the output of the still. Sudden 
changes in vrind velocity will cause momentary changes in output, but these will 
balance out over a period. 
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Practical limitati~ns of theoretical predictions 

The theoretical predictions of performance are based on still configurations 
not too different from that shown in figure 8, where the rati~ of the water area 
to the glass area is J:e9. Since the output is expressed per unit of area, it 
is necessary t~ decide whether to choose the glass area, the water area or some 
other area as a basis. In all the examples given, the area of glass is taken as 
the basis, which, in this particular case, happens to be very nearly the same as 
the horizontal pr~jection ~f the glass surface. When access or walkways are 
considered, the total ground area for the still diagrammed in figure 8 is 1.28 
times the glass area, so that when rain is collected from the surface of the 
still, it is the total area which is significant. 

Predictions are meaningless if stills are not essentially watertight or 
vapour-tight, and serious leakages occur. It is very difficult to allow in 
calculations for vapour leaks; and since these can have a serious effect on the 
performance of a still, it .'~: · Llld be taken as axiomatic that the construction 
should be as vapour-tight as is practical. Some allowance for vapour leakages 
appear in the term kb, since they will be proportional to temperature difference 
over a small temperature range, but it is difficult to allow for the effect of wind. 
Some stills operate on a batch production basis, where the saline basins are 
filled at regular intervals and flushed to prevent salt crystallization, while 
others operate on a continuous flow. In both cases, some allowance should be 
made in the predictions; but provided the flow rate is low in the continuous-flow 
still, the correction is only a minor one. 

Solar stills have now been developed to the stage where their performance 
can be predicted with some confidence. The influence of the various interacting 
parameters is understood quantitatively, so that designs may be soundly based. 
This knowledge is not yet widely disseminated since stills are not yet widely 
used, but it is to be hoped that those concerned with further development will 
establish effective communication to avoid wasteful duplication of effort. For 
example, the computer programmes necessary for this work can usually be made 
available to those able to make use of them (19). In this way, it should ·be 
possible t~ ensure optimal performance in very different situations. 

Comparison of predicted with measured performance 

In order to have confidence in the ability to predict performance in the way 
described, it is necessary to compare the measured performance over some months 
of operation with the predicted values. Recent unpublished work at CSIRO, 
Australia, shows this comparison for an experimental installation at Griffith 
(see figure 15). Neglecting the points on days when rain fell and probably _1 entered the still, the agreeTent is quite good for values of c = 16 ETU sq. ft. 
°F-l and ~ == 0.48 BTU hour- sq. ft. -l °F-l. wg 

The analysis published in the Soviet Union (18) has been compared with 
experiments in Ashkhabad (20), and good agreement has been found between 
calculated and observed results, as may be seen from figure 16. 

Thus, the analyses do predict reasonably well the monthly outputs of basin
type stills and serve as a basis for understanding the process occurring in the 
stills. 
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C. Still size, rain-water catchment and product storage 

In establishing the size ~f a solar still for a particular site, many 
factors must be considered including monthly water requirements, m~nthly solar 
radiation, m~nthly rainfall and still characteristics. These fact~rs will 
determine still size, monthly t~tal productian, storage capacity requirements 
and costs. 

Still productivity 

The efficiencies of most of the basin-type solar stills that have been built 
and reliably tested are rather similar. It appears that care in design and 
maintenance to avoid water loss through leakage is the largest variable. Care 
in design of still edges and bottom insulation, and the maintenance of thin 
water films in the distiller basin make some difference in the performance of 
the various units at the same radiation levels. 

Moreover, most of the large solar stills recently built have been in 
climates where the solar radiation levels do not differ greatly from one another. 
As a result of these similarities, the water distillation rate per square foot 
of distiller per annum has been roughly the same for all designs. In nearly all 
of the installations, productivities reach approximately 0.1 gal sq. ft.-1 day-1 
on clear summer days. Some stills have delivered water at a rate as high as 
0.14 gallon. In winter, however, at solar radiation levels of a few hundred 
BTU per square foot per day, average daily yields drop to 0.02-0.03 gal/sq. ft. 

If a solar distiller could produce water every day of the year at a rate 
equal to a summer productivity of 0.1 gal/sq. ft., the annual production would 
be 36.5 gal/sq. ft. Such performance would not be possible because of the 
seasonal variation in solar intensity, and in the vicinity of the 30th to 
4oth parallels, annual yields of atout 25 gal/sq. ft. have been achieved in good 
climates. These are the results of operating sizable solar stills, in which 
there were known design defects and which suffered from various degrees of 
leakage and other problems. The 25-gal figure may therefore be considered a 
practical design basis. It is possible that with further improvements in design, 
directed primarily at virtually eliminating all leakage and related losses, 
annual yields approaching 30 gal/sq. ft. might be obtained in favourable climates. 
At the current time, however, a conservative still size estimate should be 
based on an annual production of 25 gal/sq. ft., assuming a good solar climate 
similar to that in southern Spain, Greece, Florida (United States of America), 
the Turkmen SSR and South Central Australia. 

First-order prediction of monthly output 

As still output is variable throughout the year, it is of interest to 
estimate monthly still yields for a projected site and design. Under average 
monthly conditions, still output is most readily calculated from known values 
of mean daily solar radiation, Hs, and mean daily ambient temperature, Ta, for 
each month, as was described above. Tables of mean daily radiation f~r many 
locations have been tabulated or mapped (21, 22). This calculation is possible 
for a particular design of still if the thermal properties, especially c wg 
and Kb, are known. 
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It is difficult to generalize because there are important differences in 
still productivity, both among still designs and among various locations. As 
an example of productivity, typical performance of the Australian stills now 
in commercial use is given in table 2. For convenience in use, these figures 
are plotted in figure 17. 

Table 2. Typical solar-still production 

(u.s. gallons per 1,000-square foot day) 

Daily insolation Mean ambient temperature (OF) 
(BTU per square 

foot day) 60 eo 100 120 

500 9 13 17 22 

1,000 22 30 37 44 

1,500 39 50 6o 70 

2,000 59 72 85 97 

2,500 81 97 112 125 

3,000 106 124 141 155 

Note: 6 . -1 0 -1 c = l BTU sq., ft. F 
wq -1 -1 o -1 
~ = 0.5 BTU hour sq. ft. F 

The data given in table 2 and figure 17 apply to a still if the loss factor, 
~' is 0.5. The effect on the output of different values of loss factor may be 
estimated from data given in figure 14, by multiplying production figures from 
table 2 by the ratio of output at the proper value of ~ to output at ~ = 0.5 
Note that production figures thus obtained can be used only as a first-order 
estimate of month-to-month still output. Before final decisions are made as 
to detailed design, more detailed calculation of expected output should be made, 
considering variations in average temperature, heat capacity and wind velocity. 

An example of a month-by-month estimate of still output for a desert 
climate is given in table 3, which shows the monthly mean radiation, monthly 
average temperature, average daily output of a 1,000-sq. ft. still of the 
stated characteristics and monthly output. Clearly shown in column 5 is·the 
wide variability of solar still output through the year. 
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Month 
N:::> • 

l 
2 
3 

4 
5 
6 

7 
8 
9 

10 
ll 
12 

Table 3. Example of preliminary estimate of solar-still yield 

(still area = 1,000 square feet, c = 16; k. = 0.5) wg -o 

Average 
daily 

radiation 
(H ) 

s 

1,050 
1,420 
1,870 

2,131 
2,310 
2,410 

2,350 
2,210 
1,950 

Average 
temperature 

(oF) 

75 
75 
eo 

85 
88 
95 

95 
90 
88 

83 
78 
75 

Distillate 
production 
(gallons 
per day) 

29 
43 
66 

82 
95 

103 

lOl 
89 
76 

53 
32 
27 

Rain catchment 

Estimated 
monthly 

production 
(gallons) 

900 
1,200 
2,050 

2,lr6o 
2,940 
3,0SO 

3,130 
2,760 
2,280 

1,670 
9SO 
940 

A well-designed still must make adequate prov~s~on to dispose of the rain 
which falls on it, so that the surrounding ground is not eroded nor flooded. 
The extra cost of civerting this rainfall into a fresh-water storage tank is 
negligible. It may be necessary to chlorinate the water if it is for human 
consumption, and in some locations local health regulations will prevent its 
being used. It should, however, be considered since rain will fre~uently add 
significantly to the still's output. The total area of the site, i.e., glass 
area plus surroundings, is usually available for this purpose. In semi-arid 
regions, annual rainfall of 10 to 15 inches is common. For example, at an 
assumed rate of 12 inches, and a recovery of 70 per cent of the precipitation, 
a square foot of solar still would deliver an additional 5 gal/sq. ft. On 
the basis of a 25-gal annual distillation rate, and conservatively assuming 
that catchment area and still area are the same, this precipitation would 
represent an additional yield of 20 per cent. If the distribution of the 
preci_>itati::m thr~:mghout the year were such that it c-:Juld all be collected, 
stored and used, this quantity would represent a 16 per cent reduction in the 
cost of water per 1,000 gallons delivered, assuming that no additional c:::>st 
was incurred by providing for rain-water collection. 

It is clear that if the precipitaUon is significant, its collection should 
represent an ':conomic advantage to a solar distillation operation. The size of 
the benefit deiJends upon the am::JUnt of rainfall and on whether it is received 
at rates and at times when it can be used. If the precipitation is so heavy 
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and intermittent that storage tanks are not adequate for its retention, it will 
be of small advantage. In many situations, however, a large fraction of the 
annual rainfall occurs during months when solar radiation is low (due partially 
to the clouds which yield the precipitation), and this additional yield can 
offset lower distillat~on rates during those times. Nevertheless, as this is 
not always the case, prudent design would generally be based on the assumption 
that only a portion of the annual rainfall could be beneficially used. The 
portion would, in turn, depend upon the time of year in which precipitation 
usually occurred, the distribution during this time (whether reasonably uniform 
over extended periods or heavy during short periods), the demand for water 
during ttose periods and the availability of storage. It is suggested that a 
run-off figure of 70 per cent may be used to calculate by month the extra water 
which may be collected, knowing the mean monthly rainfall for the site. It 
should be noted that rainfall is usually less reliable than solar radiation, 
and minimum rather than mean values may be preferred for safety. 

Storage 

The monthly demand for fresh water may now be related to the monthly 
production of distillate (plus rain-water catchment if it is significant) to 
determine how much storage of fresh water is required. The time dependence of 
water needs is a function of the local situation and uses to which the water is 
put. Where a solar still is supplying water for stock, the demand may follov 
production closely. There may be seasonal changes in water requirements for 
community water-supplies or an increase in needs for washing and drinking, or 
an increase in population (tourists) which could result in summer demands being 
higher than those in the winter. It may also be possible that demands will be 
relatively constant throughout the year. The most probable situation is that 
of a relative production deficiency in winter and excess in summer. 

The problem of matching the availability of water from desalination 
facilities with variation in demand have been discussed in some detail (23). 
When considering solar distillation, however, the variation of wate~ production 
rate with time is a major factor. 

The daily productivity of a solar still in the winter is typically only 
20 to 30 per cent of the average daily summer production. If the demand for 
water were constant through the year, either the still could not produce enough 
water in the winter to satisfy the demand, or, if it were designed to meet this 
winter demand, there would be a surplus of water in summer which could not be 
used. Thus, it is necessary to choose among a spectrum of alternatives, all 
of which tend to increase the cost of solar distilled water: 

(a) Providing sufficient storage for holding excess water produced in 
summer-for use in winter (see annex III); 

(b) Designing the solar. still in a size sufficiently large to satisfy the 
demand-in winter and wasting the additional water produced in summer; 

(c) Designing the solar still in a size sufficiently large to meet the summer 
demand-and providing some other source of water to make up the deficit in winter. 
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The choice of the above alternatives depends upon economic factors. The 
cost of water storage tanks may be too high to justify the expense of the 
tankage which would be required to smooth out the variable productivity over 
the year. In some situations, howeve'r, where storage facilities may alreudy 
exist or where natural, water-tight, protected basins may be available, this 
method would be attractive. Partial smoothing of output by use of less tankage 
might prove the most economical solution. 

The alternative involving the design of a solar still to provide all the 
winter requirements (assuming that rainfall is not sufficiently dependable to 
augment the supply during this period) and the wasting of excess of summer 
production 1-rould generally be far too expensive to tolerate. The total cost 
of water act~ally used would be two to three times the costs computed elsewhere 
in this report on the basis of all the water produced being used. The still 
would have to be as much as four times as 1Jrge as a still designed to meet 
summer requirements, or as much as two to three times the size of a still based 
on a mean annual productivity of 25 gal/sq. ft. 

The third alternative involves designing the distiller so that all of the 
water output would be needed and used at the time of production (or with nominal 
storage of a week or two). Application of the previously outlined cost analysis 
to the operation will indicate the cost of the solar-distilled water (which will 
be lower than in the first alternatives because of 100 per cent product use 
and minimum st6rage requirements). The total annual cost of water would be that 
of the solar-distilled water plus the cost of the water from the supplementary 
source (which may'be very high). 

Local conditions would have to be known before decisions could be reached 
among these alternatives. If there is an alternative supply, even at somewhat 
higher cost than the solar-distilled water, it may be more economical to use 
it as a supplement during the period of low solar-distiller productivity. 
Annual average water-supply costs should be minimized by such a combination. 
If, howe~er, the auxiliary supply entailed costs substantially more than double 
the cost of solar-distilled water, the solar still should be of a size 
sufficiently large to meet the entire demand, probably in combination with 
summer to winter storage. 

In appraising the three alternatives, it can be concluded that the one 
which wo~d definitely not be chosen is the design based on winter demand and 
the wasting of summer production. Before this would ever be done, storage 
facilities for impounding excess· summer production would be found to be cheaper 
than the much larger solar still. Unfortunately, no meaningful general figu1·es 
can be assigned to this cost of variable distiller capability. The cost of 
providing one of the above-mentioned alternatives and even the extent of need 
(dependent in turn upon the water-demand pattern of the community) cannot be 
even roughly determined without data applicable to the location in question. 

It should be noted that solar-distilled water is likely to be nearly 
completely devoid of dissolved salts, and hence may be purer than is needed 
or even desirable for potable supplies. If a supply of slightly saline water 
is available, e.g., well water, it may be blended with the solar-distilled 
water in proportions such that the mixture has an acceptable total dissolved 
solids content (e.g., of not more than 500 ppm). Assuming that the blended 
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water is acceptable as to its biological composition and its taste, and that 
the cost of the saline water is less than that of the solar-distilled water, 
the blended supply is likely to be cheaper than an equivalent supply of solar
distilled water alone. By this blending process, the effective output of the 
solar still could be increased in winter above its normal level, at a sacrifice 
of water quality. 

Optimum size of still 

Due to the unit construction of solar stills, their cost increases nearly 
linearly with size, so that two small stills (5,000 sq. ft. or larger) cost very 
nearly the same as one twice the size. For this reason, they may be loc.ated 
close to the point where the water is needed to simplify distribution, provided 
a suitable saline-water source is available. 

For example, underground saline water is often available over large areas 
of arid country which can support sheep and cattle if they are supplied with 
drinking water. Since sheep will walk approximately 1 mile and cattle about 
2 miles to a watering point, it is possible for a known stocking density to 
calculate the optimum size and spacing of watering points. Consideration of 
stock-watering needs in two areas indicate that desalinat:i.on systems having 
capacities of 400-1,000 gpd and spaced 2-4 miles apart could meet stock-watering 
requirements; unit solar stills may be ideal for this application. This 
application is further discussed below. 

Flexibility in choice of size over a significant range without significantly 
affecting unit costs is an important feature of the solar still. 

D. Installation and operation of solar stills 

The general layout and components of a solar-distiller installation are 
shown in figure 3. Indicated are a feed-water supply tank and pump, stills, 
product collection, and storage tanks (which may be one) and piping to get saline 
water into the still, condensate from the still to collection system and for 
waste brine removal. The operation of basin-type stills presents several 
practical problems and options, including feed-water and distillate treatment, 
deposits inside the stills, feed addition and brine removal methods and 
maintenance of stills. 

\·Tater treatment 

The velocity of -vrater movements in still tasins is essentially zero; 
therefore, to prevent settling out of suspended solids in the still, suspended 
materials should be removed from the feed water before it enters the still. 
In plants of relatively small size, the feed-water tank can serve as s settling 
tank if the feed water is held long enough for settling (e.g., one day). 
For larger plants, a sand filter may present a better solution of the problem. 

The product water fro1:1 solar stills, as from other stills, is essentially 
tasteless. It is common practice in the stills now operating to supply water 
for human consumption to add a small amount of feed water or salt to the 
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distillate, or to pass it over marble chips (to achieve slight calcium ion 
addition) in order to make it more acceptable to the consumer. 

Deposits inside the still 

Deposits in the stills may originate from crystallization of salts if too 
much water is evaporated from the feed. The nature of the deposits varies 
with the particular feed-water composition, but may typically include calcium 
carbonate, calcium sulphate or, in extreme cases, sodium chloride. Precipitated 
salts may be difficult and costly to remove. 

The best solution to this problem is to remove the brine from the still 
before the concentration of any salt reaches saturation. Operating practice 
for some stills has been to feed the still periodically and permit the brine 
to evaporate until its concentration is about double that of the feed. Thus, 
for each 2 galE. of feed to the still, 1 gal.. of product is obtained and -
1 gal. of brine discarded. O~~er stills (notably the Australian stills) 
have salt water fed to them continuously at a rate which maintains a satisfactory 
salt concentration in the basin (and which can thus operate without attention). 
Note that high calcium salt concentrations in the feed may require frequent 
filling and draining, or high continuous-feed rates. 

Growth of algae and other organisms can occur in still basins. This can 
usually be controlled by the addition of algicides, such as copper sulphate, 
to the feed. The growth of algae in stills does not appear to affect still 
productiv~ty in an adverse way, but excessive accumulations, if not flushed 
out, can result in the need for costly cleaning of the still. 

Feed addition and brine removal 

Two types of construction have been adopted in designing the basins of 
.solar stills. One type provides for a single large water basin covering the 
whole still area (Daytona teach, United States of America; Spain). In the 
other type, the distillation plant is divided into many still units of varying 
lengths, but restricted width (Australia, Greece, Caribbean islands). 

Differences in the two designs may affect still operation. Pathways 
between the still units allow for good accessibility of the central parts of 
the plant for maintenance. Techniques for feeding the salt water in and 
eliminating the brine from the stills may be different, and the brine depth 
is usually greater in the larger basins and less in the smaller divided basins. 

Deep basins (e.g., more than about 2 inches deep) provide an accumulation 
of heat during day-time and retardation of cooling in the evening. The time 
of operation is thereby extended, but the maximum temperature reached after 
noon is lower than that in a corresponding shallow basiYL, Salt water remains 
for many days inside the deep basin until an evacuation of the brine due to 
salt concentration becomes necessary. In shallow basins, the water temperature 
at noon is considerably higher than that in deep basins. Accordingly, 
distillate output during the early afternoon hours is higher than that in deep
basin stills, but less in the evening because of earlier cooling of the salt 
water. Salt-water renewal is carried out in the shallow--basin stills at 
shorter intervals. 
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Several techniques have been adopted for the renewal of the salt water 
inside the stills: 

(a) In deep-basin stills, salt water is renewed after several days, when 
the concentration trends to the limit of solubility; 

(b) In many shallow basin stills, salt water is fed by batches every day, 
early in the morning, at one end of the basin; and the brine is displaced at 
the other end flowing over a weir. Due to irregularities in the bottom 
formation, the salt water might run in paths ~f the least resistance in its 
flow to the weir and leave areas with stagnant water in which calcium sulphate 
deposits might form; 

(c) In the Australian design, a continuous feed of salt water is used. 
The feed is continuously displacing the brine, which overflows at the discharge 
end through a fixed pipe. The bottom of the stills has a slight slope, with a 
series of low dams or weirs over which the salt water cascades. Mixing occurs 
at every cascade, thus minimizing potential scale formation. No scale problems 
have been reported. Continuous feed necessarily involves some discharge of 
hot water and heat losses, which are reported not to be considerable; 

(d) To avoid algae and potential scale formation, a technique of complete 
evacuation of the brine from the stills was developed in Greece. The brine 
outlet is ending at an open pipe, which may be turned un or down by means of a 
union. When the pipe is turned upwards, the open end Cvr:trols the sea-water 
level inside the still. Consequently, the water level can be adjuste~ 
independently for each still unit, in order to obtain the minimum depth for 
which dry areas do not appear at the end of the evaporation period. By 
turning the open pipe downwards, the still is completely emptied. (This was 
found to be necessary every second day in summer-time and at longer intervals 
during other times of the year, according to the radiation intensity.) The 
operator empties the still units by batteries. While one battery is being 
emptied, another previously emptied is fed with sea-water, and so on. 

Maintenance and operational requirements 

Costs and requirements for maintenance are discussed in more detail=~ 
section E. Note is made here, however, of the need to operate the still:~ 
such a way that maintenance is reduced to an absolute minimum. For exampl~, 
a need for mechanical cleaning of a still basin, even after one or more yecrs 
of operation, would make the cost of solar-distilled water prohibitively 
expensive. Thus, it is highly important that n~thing should be allowed t
accumulate in a solar still which will seriously impair its performance a~ 
which cannot be removed by simple flushing with excess feed water. 

It should further be noted that solar stills are designed to operate with 
water in them. A still which is allowed to run partially or completely dry will 
quite quickly reach temperatures higher than its normal operating temperatures. 
Depending upon the construction materials used, a dry still may suffer serious 
damage. For example, plastic materials vrithin the enclosure may overheat and 
lose their desirable mechanical properties, or volatile components may distil 
out of asphalt basins and deposit on covers or collection troughs. Care in 
supplying feed water to stills will eliminate these potential problems. 
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Fencing 

It has been found advisable in all solar-still installations constructed 
to date to completely enclose the still site by a fence. This serves to reduce 
the probability of damage to the still or injury to persons who might 
inadvertently come in c::mtact with it. It also serves tCY keel) animals out of 
the still, as they can break glass or puncture plastic covers. 

E. Economics of solar distillation 

Over-all considerations 

A critical question bearing on the utility of solar distillation is its 
cost in relation to alternatives. It has been shown that there are numerous 
solar-distillation processes and variations; several of these have been tested 
and a few have been commercially applied. Economic studies, usually of limited 
scope, have been associated with most of these developments. 

In contrast with other desalination processes, in which the cost of energy 
is a very important, if net the major element in the total, solar distillation 
involves virtually no energy cost. Experience has shown that the cost of 
operating labour is minimal, in comparison with that for conventional 
desalination processes. Thus, the cost o~ plant investment and those items 
of expen~e. directly related to capital requirements are the all-important 
contro~ling expenses in solar desalination. This means that the total 
capital investment per unit of distiller production capacity, coupled with the 
interest charges on this investment and the amortization rate (depending 
directly upon the useful life of the installation) are the primary and 
controlling elements in the cost of water produced in solar stills. 

In the evaluation of solar distillation as a means of supplying fresh 
water for consumptive use, three economic criteria may usefully be examined. 
These are: (a) at the point in question and for the volume of water required, 
the relative cost of desalted saline water and natural fresh water obtained by 
any known means; (b) the relative cost of various solar distillation 
processes and several corr~ercially proved conventional desalination processes 
employing fuel or electric power as energy supply, unless natural fresh water 
is cheaper than any known desalination methoa; and (c) the relative cost, ave~ 
the entire life of the installation, of the several solar distillation 
processes and variations which have been proved technically feasible, unless 
one of the conventional processes is more economical. 

Most of the development work in solar distillation and all of the 
successful applications have involved the simple, basin-type still. As a 
consequence, most of the economic data on solar distillation pertain to this 
type of installation. In the discussion which follows, the basin-type solar 
distiller is implied. 

In solar distillation, as in virtually all industrial processes, the 
following items make up the total cost of production: raw material; energy; 
interest on and amortization of investment (the latter also termed annual 
depreciation); taxes and insurance; operating labour and supervision; 
maintenance and repairs (labour and materials). 
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Cost of raw water and energy 

In s8lar distillation, the cost of raw materials and energy can be lumped 
together as the cost of delivery of salt water to the still basin. Other than 
the small amounts of chemicals needed to control the growth of micro-organism~ 
in the basin, salt water is the only raw material involved in the process. 
E:xcept in unusual situations where brackish water might be available at a level 
above that of the basin, a small amount of energy will have tu be used to pump 
feed water to the feed tank. Since the energy for evaporation is derived from 
the sun, there are no additional energy costs. Energy may be needed to pump the 
distilled water to storage or distribution systems; its costs may be included in 
the storage and distribution cost, rather than as part of production. 

Sea-water at the shore may be considered a free commodity. The cost of 
brackish water in a well.would have some finite value, depending upon the cost 
of drilling the well and the various annual charges and productive capacity of 
the well. 

Analysis of typical examples of still installations indicates that the 
total cost of raw feed water and energy for pumping in a solar distillation 
plant could be expected to range from about $0.03-$0.10 per l,COO gallons of 
product water. Slightly lower costs could be applicable in favourable 
situations, while considerably higher costs could be involved in smaller 
installations very unfavourably located with respect to the salt-water source. 

Capital costs of solar stills 

There have been numerous estimates of investment requirements in basin
type solar stills. Some of these have been based on actual experience in 
construction of various sizes of practical installations. Others have been 
based on extrapolations to larger size units of the actual costs in smaller 
installations. Still others have been based on somewhat speculative 
considerations involving the prices of materials and estimates of construction 
labour requirements. 

It is clear that investment will vary with the cost of materials used 
and the wages and time requirements for construction labour. As indicated 
below and in the published literature, the actual experienced costs of building 
basin-type solar stills in sizes ranging from 3,000 to nearly lOO,COO square feet 
have been on the order of $1-$2/sq. ft. This range appears to bracket nearly 
all of the large experimental and practical solar stills constructed throughout 
the world, representing a considerable variety of materials, sizes and labour 
wage rates. 

In several of the development programmes resulting in the ~onstruction of 
these distillers, reasonably firm estimates of cost, either in larger unitL 
(particularly when based on distillers with an area of 3,0CO-~,oco square feet) 
:::>r in situations where experimental and other unusual facilities would n0t be 
included, shuw total investment requirements for materials and labour of 
construction ranging from slightly below to slightly above $1/sq. ft. Some 
of these estimates have shown capital costs as low as $o.6ojsq. ft., and the 
actual costs in one installation (Muresk, West Australia) were about $o.6o. 
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Capital cost alone is not R sufficient c~iterion for comparison of one solar 
still with another, because it cannot be used directly in measuring the cost 
o:fa given quantity of distilled-water product. Capital cost can be decreased 

,by sac:rifices in design which may reduce the water production rate and the 
service life of a solar still, both of these factors tending to increase water 
costs. It is primarily the combination of three items - capital cost, solar 
distiller useful life and annual water output - which are the controlling 
factors in the economics of solar-distillation. 

The distribution of the required investment into the materials and 
construction labour categories depends heavily upon the distiller design and 
upon the wage rates in the region where it is built. In some installations, 
the proportion has been about half and half. In others, particularly those in 
the less industrialized countries, a considerably larger proportion of 
investment has been used for materials. Table 4 shows some actual and projected 
investments in solar stills and their approximate distribution into various 
categories. Comparisons of similar items between different installations must 
be made judiciously, however, because of large differences in material prices, 
labour rates, distiller sizes, accessory facilities and other factors. 

It should be recognized that there may be considerable variation in capital 
costs, depending upon location. Availability and variability of sunshine is a 
major factor in unit output, hence in distiller size and cost. The price of 
materials and their cost of transpJrt to the site is affected by the extent 
of industrial developm~nt of the country and the accessibility and distances 
involved. The skill, availability and cost of construction labour comprise 
a third major variabl~. Hence, the cost of even a fixed design may vary 
widely, perhaps as much as 50 per cent, from place to place. Therefore, 
capital costs must finally be based on the conditions in a specific location. 

This generalization may be emphasized by some comparisons of the data 
given in table 4. In the small still at Daytona Beach (United States of 
America), 37 per cent of the total investment (~2 .30/sq. ft.) was iP 
construction labour; and in the projected still (l million sq. ft.) in the 
United States, 35 per "eent would be labour cost. Material costs are $Lll 
and $o.72, respectively. In the Patmos (Greece) still, however, only 
19 per cent of the $1.65 total cost is for labour, while materials were $1.34. 
!he lower wage scales in Greece (roughly $2 per man-day) compared with those 
in the United States (averaging about $25 per man-day) are responsible for 
most of the difference. Thus, unless considerable importation of materials 
is required (seldom foreseen because of their nearly universal availability), 
the costs of construction and operation of solar stills will be significantly 
lower in regions where labour wage rates are low. Appraisal of capital cost 
can be very roughly made by considering materials at $0.60-$1.20/sq. ft., 
depending upon size and design, with construction labour estimated at 
0.3-l.O man-hour/sq. ft., depending mainly upon the degree to -vrhich labour
saving techniques and equipment are used. In projected large-scale designs 
in the United States, construction labour appears reducible to about 0.1 man
hour/sq. ft. 

Working capital has not been inciuded in the investment requirement 
because it is a small item in tne total. Land cost is another small item 
which is effectively included in construction costs. Even at the high value 
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Table 4. Capital costs of solar stills 

Las Motrina.s still Daytona. Beach still Patmos still Projected still, United 
(9 1 350 square feet) (2 1 650 square feet) (86 1 000 square feet) States of America 

(1 million square feet) 

Actual costs Actual costs Actual costs Estimated costs 
(dollars per square foot) (dollars per square foot) (dollars per square foot) (dollars per square foot) 

Ml.terials Labour Total Ml.terials Labour Total :t-Bterials IB.bour Total 

Land prepa~ . .:::.tion .026 .o4 .32 .36 .01 .09 .10 

Concrete beams .211 .25 .15 .40 .19 .10 .29 

l•l9.sonry .063 .07 .o4 .11 .09 .16 .04 .10 

Pasln lining .,32 .19 .51 .26 .15 .10 .25 
I 

.502 
1\) Gluss covers -37 .14 -51 .23 .25 .10 -35 0\ 
I 

Piping, channels .188 .03 .ol .o4 .o6 .03 .01 .o4 

M:i.scellaneous equipment .246 .05 

Electrical .178 .05 

Special •·mrks .146 .19 

Distillate troughs .o3 .02 .05 .03 .02 .05 

Aluminium frames .28 

Contractor's fee .32 .12 

Subtotal 1.11 .87 1.21 .72* .46* 

Total 1.56 2.30 1.51 1.30* 

* Considered reducible to .60, .30 and .99, respectively. 



of $1,000/acre, the land cost 1.s only $O.C25/sq. ft. J._t tYfi•:::al val'.le~ o: 
land near small communi ties in arid regi::ms, this i tern would be well belmv 
1 per cent of the total investment in the plant. It should be observed, 
however, that flat land is required for most types of solar stills, and that 
if significant levelling is required, the cost of land preparation may be 
substantial. 

Investment in distribution systems is not included in desalination plant 
costs because such facilities, to the extent used, may be considered part of 
a~ water-supply system, whether desalted or naturally fresh. Since the costs 
associated with distribution vary widely, from zero to probably a dollar or 
more per 1,000 gallons, their inclusion would obscure the economic comparison of 
processes and sources. Hence, the foregoing capital requirements and the 
subsequent operating costs may be considered those "inside the fence" 
surrounding the solar-distillation plant itself. Since water storage is an 
inherent feature of s~lar distilJation, the cost of storage for this p~rpose 
is a proper charge against the process itself, as is discussed later. 

Amortization of investment 

Of all the items affecting the cost of solar distillation, depreciation 
of the equipment is least well established. No durable solar still has 
operated for a sufficient length of time to establish by experience the useful 
life of the installation. Stills were operated experimentally at the University 
of California (United States of America) from 1952 to 1959; a still built in 
1962 at CSIRO (Australia) was still in operation in 1969, with the object of 
determining life of components. Parts of the Las Salinas still in Chile 
reportedly operated for many years. Estimates of useful life of current designs 
are thus based on the limited experience to date and on the known or expected 
service life of the materials of construction. 

The large solar stills built thus far may be conveniently divided into 
two main types for the purpose of estimating their service life. One type has 
been constructed of materials commonly used in buildings and other structures 
encountering environmental conditions similar to those facing solar stills. 
These stills are composed primarily of glass, concrete, asphalt and bituminous 
or other weather-resistant caulking materials. Butyl rubber has also been used. 

The other type of solar still has been constructed, at least in part, of 
materials of less well-proved durability in this service. The most imp,')rtant 
components are thin plastic films, which are used as transparent covers and as 
basin linings. Metals (such as galvanized steel sheet), cont:::rete and_ wo:Jd 
have also been used. In a rather unique category, the Australian stills have 
used materials in both of these classes, being primarily :Jf common durable 
materials except f:Jr the plastic film used as bottom lining. 

Co.G.sidering first the useful service life of stills built with ordinary 
_ building materials, there seems to be a basis for expecting the components to 

serve as long as they ordinarily do in conventional buildings. A minimum life 
of twenty years should be expected, possibly ranging to fifty years, depending 
upon the quali~y of maintenance and barring destruction by natural disasters. 
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Another important factor in the amortization of an investment, not related 
to actual durability, is the expected rate of obsolescence of a design or even 
the entire concept. The development of improved designs, perhaps involving 
cheaper or more durable or more efficient systems, might indicate that the 
investment in an existing, partially depreciated plant should have been amortized 
more rapidly. Increased water requirements by a community, through population 
growth or industrial development, might require such a large expansion in a solar 
distillation plant that other desalination processes or water sources could be 
used more economically. Solar distillation is particularly vulnerable to 
premature obsole8cence because of its capital-intensive characteristics. 

At the current stage of development in solar distillation and in othP.r 
processes of desalination, it would probably be imprudent to anticipate more 
than a twenty-year useful econ')mic life for a solar distillati::m plant. In some 
locations, twenty years might be too long for realistic amortization. It appears 
that the durability of the materials in this type of solar still is sufficiently 
great that the limiting factor will be obsolescence rather than physical 
deterioration of the facility. Thus, with clurable stills it would seem that 
twenty yea~s is likely to be the maximum economic service life which can 
reasonably be projected. Estimating the service life of unproved designs must 
be done with considerable care. 

Very limited experience has been achieved with solar distillers covered with 
p~astic films. Controlled weather-~e~istance tests 0f polyvinyl fluor~de films 
have shmm, in bright sunlight, durabili ties of several years. In actual solar 
stills, however, wind, rain, mechanical problems and other factors have limited 
useful life to one or two years, or less. The "-vreatherable" films of polyester, 
polyvinyl chloride and polyethylene have even a shorter service life in still 
applications. Other components of these stills can be expected to have longer 
lives, depending upon their basic characteristics. Depreciation costs in such 
units might therefore be considered to be made up of two principal items, those 
involving slow depreciation of the more durable components and those involving 
rapid depreciation of the plastic films and the expendable or replaceable items 
directly associated with them. In expectation of some improvements in plastic 
films and their use in solar stills, the projected depreciation rate on the 
transparent plastic covers· might tE', based on a useful life of no more than 
three years, involving therefore an annual depreciation rate of 33 per cent or 
more of the cost of these components and their installation. 

Although considerably more detailed depreciation and amortization schedules 
might be used, there is little justification because of the speculative elements 
involyed. In the durable type of stills, obsolescence, at ~ rate which currently 
is speculative, appears to be the controlling factor. As ultimate useful service 
lives of plastic covers have not yet been well established, only the roughest 
estimate can now be made. The figures suggested above ar= believed to be in the 
range that should be used for evaluation purposes at the current time. 

Interest charges 

Interest on the capital investment is a significant item contributing to 
the cost of solar-distilled water. It is also highly variable from one location 
to another. 
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Typi_cally, goverr1mental divisi::ms and subdivisions are able to oorrmr rr,cn~y 
at lower interest rates than are private organizations. Since it is probable 
that most community water supplies would be provided by municipal or federal 
authorities, interest charges would probablJr be at the lower levels existing in 
the region. In the industrialized countries, current prime interest rates range 
from 5 to 7 per cent per annum, with high-quality commercial credit being 1 or 
2 per cent higher. In the less industrialized countries, rates may be still 
higher, up to 15 per cent or more . 

Taxes and insurance 

Taxes and insurance on a solar distiller can also vary widely, depending 
upon the type of ownership and the accounting policies in the organization 
concerned. With municipal or community ownership, there would be no taxes on 
the facility; and the ample financial reserves of such a governmental authority 
could make self-insurance ade~uate. Thus, there would be no direct outlays for 
these items. A privately owned facility, on the other hand, might be taxed at 
a prevailing rate; and insurance against loss would be a prudent expenditure. 
Risks requiring coverage might include damage by wind, earthquake, civil 
disturbance, vandalism, stray animals or vehicles, and liability for personal 
injury to employees and others. In some situations, pu1:lic subsidies for •-rater
supply facilities may be applicable, thereby reducing or entirely eliminating the 
charge of tax and insurance r.osts. 

Maintenance and repairs 

For convenience, and also because the type of construction used in basin
type solar stills tends to justify it, the ~ost of annual maintenance and repair 
materials and labour may be taken as a certain percentage of the capital 
investment. This percentage can soon, it is hoped, be appraised with some 
reliability as greater experience in the operation of solar stills is obtained. 
At the current time, only rough estimates can be made. 

In estimating both labour and maintenance costs, it must be assumed that 
the designs have led to installations which, in the ordinary sense of the word, 
are "maintenance-free". If this is not the case, and if routine "working-over" 
of the solar still is required, the cost of this item becomes prohibitive. For 
example, if only one man is employed, on a full-time basis, to maintain a distiller 
with an area of 100,000 square feet, and if' each portion would have to be 
serviced only once a year, he would have to do the maintenance work on about 
4co square feet each day. If such work as replacement of caulking, patching and 
cleaning had to be done, this would probably represent all that he could 
accomplish. In an industrialized country, this would cost on the order of 
$5,000 per annum (mostly for labour); and if the distiller has a nominal 
production rate of 25 gal/sq. ft. per annum, the maintenance cost alone would 
be about $2 per 1,000 gallons of water produced. In countries where labour 
rates are much lower, this cost w·ould not be quite as serious - perhaps being no 
more than $0.50 per i,coo gallons. These figures show the great importance of 
virtually maintenance-free designs. 

With a durable solar still constructed of standard building materials and 
designed so as to minimize repair work, an annual charge of 1-2 per cent of 
investment is considered realistic. In other words, repair requirements might be 
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considered to be virtually only those to deal with damage or deterioration 
resulting from unusual conditions occasionally encountered. In comparison with 
other small-scale desalination processes, this is a very low maintenance cost and 
one which can be readily borne even in small plants. Repair of the complex 
machinery characteristic of other processes is completely avoided. 

For the less durable type of solar stills, i e., those employing plastic 
film covers and bottoms, a greater allowance sh~uld be made for repairs and 
maintenance. Costs of replacement of covers at suitable intervals have been 
included in the depreciation-amortization item, but the patching of small holes 
in the covers, occasional deflation (if the inflated design is used) to avoid 
wind and rain damage, subsequent rain-water removal and reinflation would be 
added requirements. Again, there is insufficient experience with these designs to 
permit reliable assessment of this item, but for the current time, possibly 
2-4 per cent of investment vwuld be a reasonable estimate. 

In regions where w~ge rates are much lower than those in the industrialized 
countries, it would be expected that annual maintenance labour would be lower 
than l-2 per cent of investment. To some extent, th~~ lower labour cost may be 
offset by higher costs of repair materials, particularly if there are 
transportation problems. It thus appears that 0.5 per cent of investment should 
amply cover repairs and maintenance in the developing countries. (These figures 
are reasonably consistent with the lmv end of a range, based ::m experience with 
developmental stills in Australia, of 10 to 4o man-hours per annum per l,OCO sq. ft. 
of distiller.) 

Summary of fixed costs 

In the foregoing sections, estimates have been given of the annual 
percentages of the total capital investment in solar distillation facilities 
which should be charged each year to depreciation, interest, taxes and insurance, 
and re~air and maintenance. The sum of t~ese percentages can be applied to the 
investment and total annual fixed charges estimated. 

The total annual percentage of capital investment chargeable to water 
-production during the year, based on the above-mentioned estimates and minimum · 
government interest rates, appears to be approximately 9-12 per cent for a 
durable type of basin still and 17-20 per cent for a still requir1ng replacement 
of plastic films every three years. If the capital cost is approximately 
$;t./sq. ft~ and if the annual yield is taken as 25 gal/sq. ft., the annual fixed 
cost.would be approximately $0.09-$0.12/sq. ft. for a durable type of still, 
corresponding to $3.60-$4.80 per l,COO gallons. If a distiller required an 
investment of only $0.60/sq. ft., approximately the case in the latest Australian 
design, and if a fixed charge of 13 per cent were applied (the higher end of the 
range .·because of possible higher depreciation and mainte:nance costs w:i th the 
cteaper materials), the fixed costs applied to water production would be about 
$3.15 per l,COO gallons of product. If it is assumed that the plastic-covered 
distillers could be constructed for about this same cost, applice:tion of a 
(weighted) 20 per cent annual fixed charge rate would result in fixed charges 
of $4.8o per l,COO gallons at an annual production rate of 25 ga~/sq. ft.; 

.>reduction of construction costs or improvements in yield would re.duce this cost. 
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Here, a nominal annual pr~duction rate of 25 gal/sq. ft. of distiller has 
been assumed. Obviously, this figure depends greatly upon the solar radiation 
regime at the still site, upon some variations in performance due to desi.gn 
and upon the extent to which performance maght suffer because of deterioration 
over-time and insufficient maintenance.· Although highe~ distillation rates can 
be obtained, it appears improbable that annual yields g~~ater than 30 gal/sq. ft. 
can be realized without resort to expensive alterations/in design, such as the 
incorporation of bottom insulation or heat reuse facili~ies. 

Operating labour and supervision 

The cost of labour for operating and superv1.s1.ng a solar still appears to be 
the only item that is relatively independent of the total investment in the 
facility. Operation cJ..Jes not include repair and maintenance, and refers only to 
the routine tasks of providing fo~ the supply and the delivery of salt water, 
brine· and distilled water to the various units concerned, the addition of treatin~ 
agents to the ravl "\<Tater and the product, the maintenance of records, the 
collection of revenue from the users of the water and the ordering of maintenance 
services when required. Some of these tasks m~y, of course, not be involved in 
particular installations because of their being assumed by other agencies. 
Somewhat uncertain at this time is the need for occasional cleaning and flushing 
of the salt-water basin. The growth of algae and other organisms does not appear 
detrimenta~, but it is pqssible that periodic removal will be found dE:sirable. 

The nature of the solar distillation process is such that it is virtually 
self-regulating. The only manual tasks are the switching of pumps for ~eed- and 
product-water handling and possibly the addition of liquid or solid chemicals 
to these streams. Even if these tasks are perfjrmed manually (rather than 

' automatically), and if the n paper workn mentioned above is included, only a few 
man-hours per week are required, regardless of i:'1he size of the still. Practical 
solar stills for community water supply would therefore normally be operated by a 
person who had other duties and who could conveniently combine these tasks. If 
so, only a portion of his wages should be chargeable to distiller operation. 
The cost of these services would depend upon their extent and the prevailing wage 
scales. 

There are solar stills currently in operation which are virtually unattended, 
except for occasional checking for major damage; and plans for c~mpletely self
operated units have been made. Study of several examples indicates a lack of 
reason for operating labour and supervision to exceed a maximum of possibly 
$l,OCO per annum, and it certainly could be !T'uch less. This amount is a relatively 
small item in the cost of water from a large plant (e.g., above 2o,coo gpd); but 
in a small installation (e.g., 1,000 gpd average production), it could be 
excessive. It may be concluded that except in regions where relatively unskilled 
labour is very cheap, operating labour should be minimized or eliminated by use of 
automatic supply~and-delivery facilities. Where labour is available at a cost of 
very few dollars per day, automatic opera~ion might not represent significant 
savings. 
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ristiller pr~ductivity 

In order to determine the total (fixed ]:Jlus operating~ cost C!f producing 
solar-distilled water, per unit of product, it is necessary to lmow the quantity 
of >-Tater that can be delivered per unit of capital c::>st (or per unit ur plant 
area). Still productivity has been discussed above in some detail ( f'''e r'hapter II, 
section c). It was shown that still ~utputs could be as high as 25 gal/sq. ft. per 
annum, plus rain-water catch~ent, with some prospects for small improvement. 

Storage cost 

It is difficult to generalize on costs of product-water st-Jrage, as ::Jutlined 
in chapter II, section C. However, a sample .:::alculation based on the example of 
estimated still performance given in table 3; assuming nc rain-1>1ater catchment 
and uniform water demand through::Jut the year to be met entirely from the solar 
still, is detailed in annex III. In this example, it is sh01m that summer-to
winter st:Jrage can add about $0.54 per l,OCC gallons to a 1-rater cost which is 
othervrise in the range of $4.co per l,cco gallons. This example is one of very 
high st::>rage requirements. (Note that, in this example, collection of winter 
rainfall, if available, would reduce both required still size and storage 
requirements.) 

Cost of product water 

In review, the total fixed cJsts as an annual percentage of capital 
investment, the total cost of supplying salt water to the distiller over a year's 
time and the total operating labour and supervisi::>n expense, when added together 
equal the total annu,al cost of providing solar-distilled water for use. Tllis 
amount divided by the total gall::ms of distilled water prcduced (plus assured 
collection and storage of rain-water) per annum equals the cost of each gallon 
of ·potable >-rater produced. If all of this water can be used, this figPre is also 
the cost of each gallon of water used. The follo1-ling equation, in which 
LA, MR and ~1 represent the average value over the estimated life of the 
installation, surrmarizes this relationship: 

where C 

I 

c = 
lOI(IA + MR + TI) + lcoo(oc + s) 

A(YD + YR) 

cost of water (dollars per l,OCC gallons); 

total capital investment (dollars); 

TA = annual interest and amortization rate (percentage of investment); 

MR ~ annual maintenance and repair labour and materials (percentage of 
investment); 

~1 = annual taxes and insurance charges (percentage of investment); 

0 .,;: annual operating labour (man-hours); 

c = operating labour -vmge (dollars per man-hour); 

-32-



= annual unit yield of distilled water (gallons per square foot); 

= annual unit yield of collected rain-water (gallons per square foot); 

A area of distiller on which yields are based (square feet); 

S = total cost (fixed and operating) of salt-water supply. 

Since some of the items in this equation depend upQn gross disti:ler size 
and some do not, an actual cost figure must be based on a specific total size. 
The major part of the total cost, however, is in the fixed costs related to 
capital investment, and since capital investment is nearly directly proportional 
to distiller size (after the relatively c2nstant costs of pumps, piping and 
accessories have been greatly exceeded by those costs proportional to area), 
most of the water cost in sizable plants (i.e., with average annual capacities 
of lO,COO gpd or more) can be determined without reference to a specific 
distiller size. Thus, if the total annual fixed charges are 10 per cent and 
the still costs $o.6o-$2.oojsq. ft. to construct (including storage and 
auxiliaries), and if the annual productivity is 25 gal/sq. f't., the resulting 
fixed CJSt of $3-$6 per 1,000 gallons represents nearly the entire cost of the 
solar-distilled water produced. To this can be added a few cents for the cost 
of supplying the necessary salt water to the still, either from the sea or 
from a brackish well. Operat:i,ng labour expense (which might be virtually zero) 
would have to be added to obtain a total cost. The operating labour would 

,depend upon the size of the installation, when reduced to the basis of 
1,000 gallons of product. It might, of course, be an appreciable item if the 
solar distiller were quite small (say, in the hundreds of gallons per day). 
Lastly, this cost of $3 to £6 would have to be adjusted if any part of the total 
output of the distiller could not .be used unless additional facilities were 
provided. These cost estimates would be affected by rain-water collection, 
e.g., if an. additional 12 i·nches of precipitation were. to be collected, stored 
and u~ed, the .total fixed costs quJted above could be reduced per 1,000 gallons 
of usable water. ' 

Applications of solar distillation and alternative supplies 
in sit~ations of high wat€r cost 

The approximate costs of solar-distilled water haye been shown to be 
$3,-$6 .per 1,000 gallons,plus storage costs, less the value of recovered 
rainfall. These costs can be compared with the costs of alternative methods 
of supply, from naturally fresh sources and Jther desalination processes. 

There are numerous examples of expensive water supplies and of situations 
where population or economic development are water-limited. 

In a number of locations where solar stills have been constructed and 
.where other desalination processes have been put into service, the cost of 
existing. supply replaced by the desalination unit has ranged as high as $7 
or more per 1,000 gallons. At this upper level of cost, the water was 
t~anr:ported at several locations by truck, railway tank car, mules, and small 
tanker, and by humans. 
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In some :::>f these locations, there have been existing supplies uf water of 
such low quality (containing several thousand ppm of dissolved salts) that it was 
virtuall;y- unusable for human consumption. Drinking i·mter was provided by other 
!!leans, such as thCJse noted above. In effect, therefore, dual supplies were 
provided in these locations. 

In the arid zones of the Ttrrkmen SSR, if the consumer is more than 
50-60 miles from sources of fresh water, it is more ec::>nDmical to use solar .~tills 
than to bring in the w·ater by truck or to collect rainfall (24). For the central 
and eastern parts of the Kara-Kum Desert, the cost of water brought in from a fresh
water som•ce at a distance of 70 km fr:::>m the consumer would be $20-$28 per l,o.-:0 
gallons (25). On the Makram coast of Pakistan, the cost of trucked-in, slightly 
salty, but drinkable, water is $43 per l,CGC gallons. Numerous other exo;mples of 
high vrater c:Jst, all at small levels of demand in sparsely populated areas, can 
be cited. 

In many countries, there are large areas :Jf unuser'i lar,d wh<>re there is 
sufficient. vegetation for live-stock grazing but insnfficient drinking water 
for surviv0.l of the animals. In several semi-dest.rts, there are Iwown supplies 
of saline water near or on the ground surface; anC:. there are other areas 1-1here 
shalloH brackish aquifers may exist. Several studies, particularly those cond1.1c ecJ 
in Australia and the USSR, have f;hown that the provisi:Jn of desalted water f,:,,~ 

drinking by sheep and cattle at suitably spaced watering points, would permit 
utilization of such lands. Solar stills, supplied with saline vrell v1ater l'Y 
wind-operated pumps and completely automatic in operatiCln. (sub,ject :xdy to 
periodic inspection), have been designed for this servicc:; · and r-;c:onomic e'.'cluat>ion 
has shown that the cost of vrater installations can be ;rnre than ~'"'':.''<ce:+: by _profits 
on stock-raising. An Australian estimate shm-.rs that a solar stiL_ cf ab.Jut 
4,5C0 sq. ft. might be built for about $2,5CC, and that it v!Ould supply water 
for 350 sheep (for a water cost :Jf about $4 per l,CCG gallons) grazing or: 1-1aste 
land. The first c:Jst of the sheep plu_s the distiller investment 1-J:Juld be about 
$4,5CC; and with an estimated net increase in sheep value of $2 per animal per 
annum, the $700 gain ·would represent an annual return on invested capital c:>f better 
than 15 per cent. Estimates based on conditions in the Turkmen SSR have led to 
similar conclusions, i.e., that pastures novr unused can be used for stock-grazing 
and should have water supplied by solar stills. It thus appears that when sola~ 
stills requiring only intermittent attention have been developed to a dependable 
level, they should have considerable use for live-stock watering in arid areas. 

As there are limits to the distance animals can walk from grazing to 
watering, this application needs a large number cf small widely distributed 
desalination plants. This appears to be an ideal application of solar c'j stillation, 
and one for w·hich solar distillation is uniquely suited. Hhen considering the 
distribution of desalination facilities in this manner, however, care must be 
taken in the disposal of the brine concentrate discharged frcm the still. 

Desalted water obtained by solar distillation versus conventional processes 

The cost of solar-distilled water is about $3-$6 per l,uOO gallons, and it 
is not very sensitive to plant size at capacities above about 5,CCO g9d. The 
total cost w::mld rise at lov1er capacity, d1;c to the influenC'P of opera tj ng 
labour costs (for non-autorr:atic plants) and the nearly constant capital cost items, 
such as pumps and auxiliaries. At sizes substantially above this figure, the 
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economies of scale would ::perate to some extent, but the capital c:::;st ::;f the 
installation per unit of capacity would not decrease as rapicly as doe> the 
cost of most process e1uipment. 

There are large (millions of gallons per day) com~ercial plants desalting 
sea-water at costs of approximately $1 per l,OCC gallons, and designs of very 
large conventional evaporation plants anticipate total water production costs 
dropping below $0.50 per 1,000 gallons. It is amply clear that solar distillation, 
in its current form, cannot compete and can never be expected to compete with 
these large evaporation plants. 

On the ·other hand, the ope~ation of a conventi~nal multiple-effect 
evaporation system at outputs as low as 10,000 gpd, or even 50,000 gpd, would be 
extremely expensive. Cost analyses have shown that at capacity levels below 
25,C00-50,000 gpd, an estimated product cost of $3 per l,OCO gallons fer solar 
distillation is lower than that a~hieved by any other existing process when 
operating on sea water in a locality where power supplies have to be especially 
provided. This is particularly true in areas where labour rates (for c~nstruction) 
are not high and where the availability of waste heat, power-supplies, and skilled 
maintenance labour are severely limited. The vapour-compression process is now 
the closest competitor when desalting sea-water in the 2),00C-50,CCO gpd capacity 
range; at 10,000 gpd or less, vapour compression cannot now compete with solar 
distillation in a good climate. 

It may be concluded that if a need exists in a cowmunity in which there is 
abundant sunshine and i~ which there is a requirement for potable water in the 
range of up to, say, 25,000 gpd, a solar still ean provide the most economical 
supply of desalted sea-water. For demands appreciably above this level, further 
analysis of factors must be made, includiug variation in seasonal demand, 
variation in seasonal output of solar distiller, specific cost factors, 
availability of storage and most ·recent information on the cost of conventional 
processes in the size ranges required. Above about 50,000 gpd, non-solar methods 
now appear to be most economical. 

It should be noted that if brackish weter is the source, salt concentration 
is an important fPctGr in determining water r0sts from membrane pr~cesses 
(electrodialysis and reverse osmosis); th.: co::ts c•f these processes in sizes 
below 50,000 gpd would need to be compared with costs of solar distillation, 
and they may be lower. 

As noted previously, the capital-intensive nature and long life of solar 
distillation may indicate the choice of other processes if a rapidly expanding 
water need beyond the n:::~rmal range of solar distillation (up to 25,0C0-
50,COO gpd) is foreseen. 

On the other hand, within the range in which they are most economical, 
solar stills have the advantage that additional capacity can generally be added 
in any increment, reducing the need for over-design of the plant. Thus, unless 
water demands are expected t:::l rise above levels approaching those at which 
competing processes become cheaper than solar distillation appreciably before 
the solar plant is amortized, solar distillation can offer maximum economy. 
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Suf:lJUary and conclusions regarding economics of solar distillation 

Although the c:Jsts of solar-distilled l·<ater cannot yet be appraised v1ith 
certainty, technical and economic data based on nearly a dozen large solar stills 
in four countries have recently perrr:itted s:Jme usable C'OSt estimates. Pe.'in-type 
solar stills of durable materials can be built in sizes of tens of thousands of 
square feet at costs of $o.6o-$2.CC/sq. ft. At these costs and with typical 
productivities, amortization rates and other operating costs, solar-distilled 
1vater can be produced in favourable climates for $3-$6 per 1,000 gallons. If 
rain-t-rater collection is included, the c ::Jst can drop appreciably belov1 $3. 

Cf the various types of solar stills heretofore proposed and tested, those 
employing durable building materials, such as concrete, asphalt, glass and 
non-corroding metal, appear to have the best prospects for expar.dea use; and 
they currently represent the cheapest source of solar-distilled water. 

Comparing glass-covered basin stills with plastic-covered stills, there is 
as yet no firm evidence of a substantial difference in the capital costs. This 
may be ascribed in part to the newness of the films themselves and the designs 
incorporating them. Since more conventional methods and materials have been 
involved in the durable type cf stills, somewhat less experimentation has been 
involved in their construction. Thus far, therefore, the glass distiller, with 
its l:1nger service life and lower depreciation costs, yields water at lower 
cost than does the 1J.lastic still. The cost ratio is r:mghly equal to the ratic' 
of the two effective fixed charge rates, which were previously seen to be about 
10 per cent versus at least 20 per cent per annum. 

As to future prospects, there appear to be possibilities for substantial 
reduction in the capital cost of plastic-covered stills, conceivably to a level 
approaching half that of most of the glass-covered designs. If this can be 
achieved and if a reasonably trouble-free design can be developed with a plastic 
film having an assured three-year service life, and if the film and its 
installation could be provided at a c:Jst of $0.10-$0.15/sq. ft., the water cost 
vrould be in the same :cange as that from typical glass-covered units. 

In the entire field of desalination, solar distillation can have economic 
advantages in capacity ranges up to possibly 50,0CO gpd and most certainly up 
to 25,CCC gpd. Fvr small communities in climates of gocd radiation, in areas 
where povrer supplies or sources of ~1aste heat are not readily available and 
vrhere skilled labour is at a premium (features common to essentially "remote" 
or 11 isolated11 communities or vlater demand centres), solar stills have a distinct 
economic advantage over other processes for desalting sea "ater. The total 
1-rater production c:Jst, although much higher than usual large-scale fresh-water 
supplies, can be substantially cheaper than alternative sources in many locations 
;vhere potable fresh l·mter is unusually scarce and expensive. In addition, the 
rather l:Jw foreign exchange element of solar-still c:Jsts (where locally available 
materials of construction are used) may be of special economic importance. 
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III. TRENDS IN SOLAR DISTILLATION 

A variety of processes and systems have been proposed for using solar energy 
to obtain potable water. The basin-type still previously described in detail is 
the system most advanced in its technology. Other processes - which have been less 
extensively studied, which may combine water production with other functions, which 
may depend upon developments in other areas of research and development or which 
may be of a more speculative nature - are here briefly discussed. Any of these 
processes could conceivably have significant impact in reducing the cost of potable 
water supplies and widening the current rather narrovT scope of solar distillation. 

Discussed below are five groups of potentially significant developments: 
(a) further evolution of basin-type stills; (b) other types of solar stills; 
(C) system using combined energy sources (solar plus other); (d) multiple-purpose 
systems; and (~) systems in which several functions are closely-integrated. 

A. Evolution of basin-type stills 

There are continuing research and development projects concerning basin-type 
stills. The energy balances 'On these systems indicate that it will not be possible 
to realize large increments in productivity (at the maximum, yield improvement 
might be one third over current yields), and efforts are di:cected primarily at 
reduction in still costs. Engineering developments are lowering still c::Jsts and, 
in some cases, resulting in improved perforrnc.nce. Several approaches r::tay be 
considered. 

Reductions in cost through the use of inexpensive local construction materials 
or inexpensive local labour, or through factorJ- producti::Jn of inexpensive standard 
parts with subsequent assembly at the site are conceivable. Cauti:ln must be 
exercised, however, to ensure that substitution of materials shall not 
correspond.ingly reduce still productivity and especially still service life. 

Use of transparent plastic covers has been noted. Further development of 
low-cost, long-lived plastic films with desirable optical and mechanical 
properties, combined with further engineering devel.opment of plastic still design, 
may result in reduced ~istilled-water costs. Other materials developn1ent, such as 
material for basin liners, adhesives for glass or plastics, and structural and 
collection trough materials, may also result in cost reduction. (F.or example, the 
recent availability of a flexible silicone adhesive for glass has resulted in the 
simplification of methods of cover assembly and lower costs for the CSIRO still.) 

Manufacturing methods for solar stills may evolve in either of two 
directions. Manufacture on site with local materials and labour has been noted. 
In contrast, factory production of modular units, which can then be assembled in 
multiples on site, may offer greater flexibility in design, c.ontrol of still 
quality and economy. The scale of the solar-distillation process may have an 
effect on the choice among a spectrum of these alternatives; sizes in the range 
of, for exampl~, lO,CCO gpd or more may lend themselves t~ m.ore on-site 
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fabrication. and to greater use of heavy materials such as concrete, while smaller 
stills may be better adapted to factory production of at least some of their 
c~mponents. It can be expected that engineering and cost studies of these 
B.lternatives will result in steady progress tovrards lower still costs, but 
f:Tcbably not to large decrements in ~vater costs. 

A further development to be foreseen in basin-type stills is towards smaller 
scale applications, i.e., less than 5CO gpd. Some development work is in progress 
on 11 family-size" solar stills fL'r small isolated groups of people. These sh::mld 
be able to produce potable wat~r ~t costs that would be competitive with any other 
currently available desc...lination process. A modular concept of a well-engineered 
still can provide flexibility in capacity to meet a range of water needs. 

B. Collection of solar energy: solar ponds 

The solar distillation prc:Jcess involves essentially two basic operations: 
the collection of solar energy; and the distillation process itself. The basin
type still combines these functions in a single unit. Other designs separate them, 
to admit the possibility of multi-stage distillers and energy reuse (which is not 
possible in basin-type stills). 

If solar energy collection is separated, the solar-distillation problem is 
put in other terms. vJhat is the cost of delivering energy from the solar collector 
to the still; hovr does that cost c:::mpare with the cost of energy from :Jther sources; 
and what effect does the nature of the solar-collection process (it is temperature
limited and time-dependent) have on the cost of the distillation part of the 
process? It appears, on the basis of experience to date, that solar-collected 
energy for operation of conventional stills is not competitive. Very significant 
developments must occur in solar-collector technology before systems ·with separate 
collc~tor and distiller will become economically viable. 

One solar-collector development that is worthy of special note is the solar 
pend (26, 27). This is a concept for collecting solar energy in large amounts 
without the use of glass or plastic covers. The solar pond is a black-bottomed 
pond of 1-2 metres depth containing 1vater having a salt concentration that 
increases from the top surface to the bottom. The salt concentration gradient 
results in a density gradient so that the pond can heat 11p at the bottom. The 
heat stays at the bottom in static, non-convecting layers, with the overlying 
water providing good insulation. Heat is removed by decanting the bottom layer of 
hot solution from the pond, and temperatures over 90°C have been achieved in 
experimental ponds. 

The collection efficiency of such a pond depends upon the c'nditions of use, 
but a figure of about 20-25 per cent is expected in real operating ponds. It may 
immediately be seen that, provided the cost of lining such a pond and operating 
the system are reasonable, this can be a very cheap sour-ce of calories in a sunny 
climate. For example, a pond having an area of l km2 in a sunny location would 
provide 0.4 x lol2 kcals of heat per annum or the equivalent of 50,000 tons of 
fuel oil (burnt at 80 per cent combustion efficiency). If the price of fuel 
delivered to a remote site is $20 a ton, this is an annual value of $1 million. 
Calculations show that the capital cost of such a pond is likely to be on the 
order of $2-$3 million, so that if operating costs are reasonable and a number of 
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years of amortization are allowed, the solar-pond energy can be competitive vTith 
energy from fuel. 

(The situation may be even more encouraging if the pond is used to produce 
salt with distilled water as a by-product. This aspect is further discussed 
below.) 

At the current time, it is believed that the solar-pond concept is not 
suited for very small~installations as the complexities which are justified for 
a unit of 1 million m- may not be justified for plants of a few thousands of 
square metres. The minimum size at which a solar pond would be justified is2 not yet known, but it appears that it may be on the order of lO,OC0-50,000 m . 
As this is about the upper end of si'ze for basin-type stills, the solar pond 
would not compete with the basin-type still, but could be complementary to it. 

The solar pond has interesting potential, but a great deal of additional 
research and development is needed before economic evaluations can be completed 

. and designs specified. 

c. Combined energy-source systems 

Waste heat, in the form of warm water obtained from a variety of sources 
or warm water originating from geothermal sources, can be used to augment the 
output of a basin-type solar still without requiring a waste-heat steam 
generat;:,r.. This could provide a significant increment to solar-still 
production in cases, for exaF1le, where diesel-generated power is used-at a 
highly variable rate, such for evening illumination of a village or for 
operation of a refrigeratiG plant with on-off control. When warm (saline) 
water is available from the diesel, it could be canalized into the solar 
distiller and thereby augment its output (e.g., by ~peration at night). In 
contrast, other desalination processes would require expensive secondary 
equipment to utilize waste heat in warm water. Preliminary estimates are that 
the cost of incremental improvement in still output might be $1-$2 per 
1,000 gallons. Further studies are needed to develop the. best methods of using 
waste heat in stills, to assess more accurately costs and imprvvements in still 
productivity and to determine the potential extent of application. 

D. Multiple-purpose systems 

Multiple-purpose processes, producing combinations of products (water an~ 
salt, or water and power) offer some encouragements in those unique situations 
where a combination of appropriately related needs exist. 

The solar pond described above could potentially produce both salt and 
distilled water. For a plant whose primary purpose is salt production and 
where the salt has a sale value of $3-$4 per ton, a water cost projection of 
$0.20 per 1,000 gallons has been made (28). Solar ponds have been considered 
for production of power only, water only, salt only or combinations. It must 
be observed that they are projected large and relatively inexpensive solar 
collectors and are potentially adaptable to a range of products. 
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Observations may be made on the possibilities of salt production in 
conjunction with solar distillation. First, normal solar-distillation practice, 
when using sea-water feed, is to evaporate about one half of the feed water. 
The effluent brine is then at a concentration of about 7 per cent, rather than 
its original 3.5 per cent. It is still a dilute brine for salt production, but 
it has had about one half of the water removed. Secondly, in the relatively 
remote or isolated areas of most likely application of solar distillation, 
production of salt can quickly saturate local markets if an appreciable part of the 
brines from a solar still \'las evaporated to produce salts. 

The value of salts other than common salt (NaCl), contained in brines 
other than sea water, can be assessed throush analysis. A combined distillation 
and evaporation process can then be evaluated as a possible process for both 
water and salt recovery. This could result in economic application particularly 
where the mineral to be recovered has a high sale value. 

E. Integrated-function plan~s 

If the use of the distillate, i.e., the product water, is or can be 
structurally related to the collection of solar energy or to the solar-distillation 
process, an integrated or multiple-function plant may be feasible. For example, if 
a large greenhouse is used as a collector-distiller for growing plants, and the 
evaporated and transpired water vapour is recondensed on the cover of the 
greenhouse, the plant growth requires a much smaller supply of distillate than 
if there were a separate distilling plant supplying water for open plant growth. 
In this process, the "still" provides a second profitable function at some cost, 
with the possibility of increasing economic viability. (Under ordinary 
circumstances, the cost of distilled water is too high, by one or two orders of 
magnitude, for use in agriculture; reduced water consumption, coupled with 
intensive controlled cultivation of valuable crops, could conceivably be of 
economic interest.) 

Put in another way, solar-operated plants under some circumstances should 
not be compared only with alternate, single-purpose desalination schemes. Rather, 
it may be advisable to look at all requirements of the users (e.g., for heat, 
power or other related commodities) which may be associated with water demand and 
production. The economic viability of such integrated processes will depend, in 
all likelihood, upon successful technological and economic development of 
unconventional approaches to meeting the associated need~. 

As an illustration of this approach, although it is not in the usual sense 
a solar-distillation scheme, a programme may be cited of research and development 
on an integrated system for economical production of power, water and food for 
coastal desert areas (29). 

Po1r1er is generated by a diesel generator, which is unconventional in that 
it is equipped with \,.raste-heat recovery equipment to recover much of the tvJO thirds 
of the fuel energy that is normally rejected through the cooling system and in the 
hot exhaust gases. The reclaimed thermal energy heats sea-water feed to a humidity 
cycle desalination plant to 160°F. Ten per cent of the feed to the desalination 
plant is converted to distilled water; the other SO per cent, which would normally 
be thro1rm back to the sea as waste, is combined with additional sea water and 
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pumped to the interior of large inflated plastic greenhouses. The air within the 
greenhouses is continually circulated through a packed column heat exchanger 
countercurrent to the spray of sea water. The sea water, by sensible heat transfer, 
modulates the ten:perature inside the greenhouses and rr.aintains the humidity of the 
air at essentially 100 per cent. The exhaust gases frcm the diesel are purified 
in a sea-1vater scruLber, and CC2 is pumped to the greenhouses fer the 
photosynthetic process. Solar radiation provides energy for photosynthesis~ 

A combining of these functions in a single system offers advantages. First, 
there can be a sharing of engineering effort, capital investment and operating 
personnel. The thermal energy available as waste from the diesel engine, which 
is operated steadily, is potentially less expensive than possible alternates, 
including solar energy. The product water of the desalination plant can be less 
costly than it 1vould be from a single-purpose plant" The coe;t of distilled vlater, 
however, is still far too great for conventional agriculture; but using the sea 
water inside the greenhouses for humidity control, the requirement for the product 
from the desalination plant for the food production sector is reduced to a small 
fraction of what it would be in open-field agriculture. In fact, during a large 
part of the year, the greenhouaes actually produce more fresh water than the plants 
consume. 

During a large part of the winter and at night for much of the year, 
condensation of fresh water occurs on the inside of the plastic-film greenhouse 
cover and either rains dovm on the plants or runs off to be collected in 
quantities greater than the plants require. While these greenhouses are not 
proposed as a desalination tool, this indicates that they can be operated, at 
least during a part of the year, in a mode where the distilled-water cost does 
not enter into the economics of the ~ricultural production. Intensive agriculture 
and plant breeding for grov~h in the unique environment of the greenhouses arL 
resulting in yields of agricultural products well abo7e normal levels. 

It is not possible to say now what the economics of these integrated 
processes might be. Success in research and development on the various aspects 
of the processes will determine their applicability. 
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Figure l. Solar still, Las Marinas, Spain 
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Figure 2. Schematic cross-section of basin-type solar still 
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Figure 3. Schematic diagram of solar distillation plant, showing 
major items of equipment 
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Figure 4. Plan and sections of basin-type solar still, Daytona Beach, 
United States of America 

Source: 
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Figure 5· Beam and glass seal details of basin-type solar still, Daytona Beach, Florida, 
United States of America 
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Figure 6. Plan and sections of solar still, Las Marinas, Spain 
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Figure 7. Details of lower beam for solar still, Las Marinas, Spain 
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Figure 8. Section of basin-type solar still, Commonwealth 
Scientific and Industrial Research Organization, 

Australia 
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Figure 9. Section and frame det~ils of basin-type solar still, 
Technical University of Athens, Greece 
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Figure 10. Schematic design for demonstration unit, small-scale basin-type 
solar still, for use on Pacific Islands 
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Figure llo Schematic sections of plastic-covered basin-type 
solar stills 

Air-supported plastic cover 

Collection troughs 

Inverted-V type 

-52-

---- ---------------------



( 

'
.· 
·' 

Figure 12. Diagrammatic section of solar still, showing significant 
energy transport streams to, from and ,.,i thin the still 
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Figure 13. 
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Figure 11} Effect of solar radiation and loss coefficient on predicted 
still output at Ta - 8o0f, Cwg = 16 and wind velocity of 

5 miles per hour 

-pol 

I 
~= 0.1 ~ 

'0 1.2 pol 

0.3 I 

~ 0.5 0 1.0 ..... 
~ 0.7 
eli 

& 0.8 
I'll 

~ 0.6 
0 
~ 

~ 
0.4 

E-t 

5 0.2 

~ 

= '"'C 500 1,000 1,500 2,000 2,500 3,000 Cl 

-1 -1) SOLAR RADIATION (BTUsquare foot day 

-55-



Figure 15. Comparison of predicted and experimental still 
performances, Griffith, Australia 
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Figure 16. Comparison of results of extended tests of capacity of basin-type 
solar stills with results obtained from calculations 

-1 160 
..cl .... 
§ 
Ei 

120 

80 

40 

0 

1 Predicted 

Measured 

I II III IV V VI VII VIII IX X XI XII Months 

Note: Curve l - results of tests 
Curve 2 - results obtained from calculations 

-57-



'~~ .......... ~IJII!Ill!!ll!!lll!ll!l!!l!llll .......... --,··········· 

Figure 17. Typical solar-still daily producUon as a function 
of radiation and average air temper:1ture --
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ANNEX I 

ALTERNATIVE SOLAR-DISTILLATION PROCESSES 

During the past two decades, a number of solar-distillation processes have 
been proposed. Some have been the subject of analysis and some of experiment. 
It is of interest to review briefly the status of some of these processes and 
the reasons that they are not being used (in contrast to several basin-type 
stills). 

Figures 18-20 are diagrams of a group of distillation processes in which 
energy, in the form of heated air, heaied vJater or power, is supplied from 
solar collectors to mare or less conventional distillation equipment. This 
arrangement permits better energy economy through multiple-effect or related 
evaporation processes and reduces solar-collector area requirements. Most of 
these processes can be described as technologically feasible, but economically 
infeasible. The problems are twofold. First, energy cannot be delivered from 
the collectors to the stills as economically as it can be from conventional 
sources. Secondly, the intermittent and variable characteristics of the energy 
supply dictate that use factor on the distillation system is low (about one 
third) or that energy storage be provided. It will take a breakthrough in 
solar-collector and energy storage technology to permit the possibility of 
economic interest of these processes. 

Figure 21 shows a type of device that has been intensively studied, a 
multi-stage vapour-pressure still (or multiple-effect diffusion still), in 
which the total pressure remains at an atmosphere but there are established 
temperature and partial pressure gradients from the hot side of the still to the 
cold side. a/ Both analytical and experimental studies have been made of these 
devices. Thus far, it appears that devices of this kind cost more per unit of 
output than the basin-type still, even though the latter are less effectiYe 
users of energy than the multiple-effect device. 

Many variations of the basin-type still have been proposed, two of vthich 
are shovm in figures 22 and 23. The use of reflecting surfaces, as shown in 
figure 22, has been limited to the application of mirrors to the rear vertical 
surfaces of small units. While this enhances the output appreciably, these 
mirrors are costly and not very durable, hence the lack of prototype application. 

Any discussion of the greenhouse type of unit would be incomplete without 
mention of the tilted-tray and vlick-type units. The tilted-tray unit has the 
virtues of very small water depths and more nearly optimum orientation with 

:y" :iLV. Dunkle, "Solar ~ater distillation: The roof-type still and a 
multiple effect diffusion still", International Developments in Heat 
Transfer, papers submitted to the International Heat Transfer Conference, 
l9bl (Denver, University of Colorado, 1961), part 5, pp. 895-902. 
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respect to incoming solar radiation and, hence, should show high efficiencies. 
One version of this type, shown in figurA 24, has been made in small sizes only. 
These small units have performed well, but are expensive to construct and 
maintain. The tilted wick-type unit carries the water depth variation to an 
extreme approaching zero. The version shown in figure 25 was tested for some 
time at Daytona Beach. b/ Other experiments have been made in Italy c/ and 
the United States of America. b/ While these units behaved satisfactorily for 
a short time, it was extremely-difficult to keep the wicks uniformly wet and 
without dry spots. There are no large installations of this kind. 

An experimental solar-distillation plant using a multiple-effect 
humidification-dehumidification process was built in Sonora1 Mexico. d/ This 
installaticn, uhich ·1'1as designed to produce 3,C00-5,000 gpd, consists-of a 
multiple-stage humidifier-dehumidifier designed to operate twenty-four hours 
per day using hot water from a storage tank. This water is heated partly by 
solar energy and partly by heat collected from the condensate. As is indicated 
in figure 26, sea water enters the condenser at ?8°F, is heated therein to 142°F 
and finally is heated to 150°F by passing through a solar heat collactor. Thus, 
only about one ninth of the heat energy is derived from solar energy. 

The solar collectors were double-glazed, with one piece of transparent 
plastic in contact with the water surface to prevent evaporation and a second 
plastic sheet held above the first by air inflation. Evaporation in the packed 
tower takes place due to himidifcation of air which is circulated through the 
packing by a blower in the bottom cross-connexion between the condenser and the 
packed tower. The condenser consists of several tube bundles connected in 
series. Finned tubing is used to increase heat-transfer rates on the air side. 
Several pumps and blowers are needed to circulate the air and water through the 
system. 

Difficulties with the plastic materials used for the solar-heat collectors, 
plus the installation of a 60-kW diesel engine in the vicinity, which can supply 
economical waste heat, have resulted in the abandonment of the solar collectors. 
Future solar operation of this cycle will be dependent upon solar-collector 
technology. The distiller portion of the plant is now in operation, using waste 
heat from the diesel engine; and the daily production rates achieved are as large 
as the maximum realized during the most sunny weather with 10,000 sq. ft. of 
solar-collector area. 

c/ ..., 

M. Telkes, "Flat tilted solar stills", Proceedings of the International 
Seminar on Solar and Aeolian Energy 1 Sunion, Greece, 1961 (New York 1 -

Plenum Press, 1964), pp. 14-18. -

G. Nebbia, Researches in the University of Bari (Italy), Coop~ration 
Mediterran~en pour L'Energie Solaire Bulletin No. 5 (Marseilles, France, 
1963), p. 26. 

C.N. Hodges et al., Solar Distillation Using Multiple-Effect Humidification, 
Office of Saline Water Research and Development Progress Report 194 
(Washington, United States Department of the Interior, 1966). 



Figure 18. Compression-distillation unit using electric 
energy from solar power plant 
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Figure 20. Multiple-effect evaporator heated by steam 
from flat-plate collector 
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Figure 21. Multiple-effect solar still employing glass covers 
and copper conuenser-evaporator plates 

Recirculated 
salt_;~ 

\ 
\ 

energy 

1'-N 

Glas 
cove 

s 

Thin 
copper 
sheet 

rs~ 

\ 

~ 
Air 

l and 
11apour 

1 Q 
1. 

~ \( )'~ 

- t 

Brine v to waste 

I 

~ ~ 

>'lc )I~ 

..., 
v ~ 
~ ~ 

Cold sea 
water 

" 
r' ~ 

D ~ 

~)1\4 ~ 

l L" -U' 
1..__ 

~ 

~~ 

Distilled water 

- -

' 
j 

,... 
"' L' -,... 

...... ,.. -



Figure 22o Glass-covered evaporating pan with reflecting surfaces 
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Figure 23. 
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Figure 24.. Tilted-tray solar still 
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I'igure 25. Tilted wick-type solar still 
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SourcP.: Ma Telkes, "Flat tilted solar stills", Proceedings of the International 
Seminar on Solar and Ae0lian Energy, Sunion ~ Greece, i§'bT (New York, 
Plenum Press, 19~. -
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Figure 26. Experimental multiple-stage flash solar distiller, 
Puerto Penasco, Sonora, Mexico 
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ANNEX II 

THE THEORY OF SOLAR-STILL OPERATION 

Th~ basic principles of operation of solar stills have been stated and 
developed y to the point where the numerical significance of the various 
parameters may be determined in relation to performance. The following has been 
adapted from the recent report by Morse and Read. '£/ 

The heat and mass transfer relationships which govern the operation of a 
solar still in the steady state have been stated, ~ to which a term for thermal 
storage may be added to allow for changing conditions. 

From figure 27 it will be seen that the energy input to the still comprises 
the radiation absorbed by the brine and trough system, C(w Hs, plus that absorbed 
by the glass cover, ~gHs· £1 The heat transfer to the surroundings is via the 
cover, qga, and through the ground and edges, C!b· There is also a storage term, 
cwg' which includes the effect of the ground under the still, the water and 
the structural members of the still itself. 

·····~ 

This may be expressed as follows: 
dT 

IJtgHs + n'w THs = qga + % + cwa dt w. (Equation I) 

G.O.G. Lof, J.A. Eibling and J.W. Bloemer, "Energy balances in solar 
distillers11

, Journal of the .American Institute of Chemical Engineers, (Nevr 
York), vol. 7, 1961, p. 641; V.A. Baum, "Solar distillers", Proceedings of 
the United Nations Conference on New Sources of Energy, vel. 6: Solar 
Energy III (United Nations publication, Sales No.: 63.I.40), p. 178; 
V. Baum and R. Bairamov, "Heat and mass transfer processes in solar stills of 
hot box type", Solar Energy (United States of America), vol. 8, 1964, p. 78; 
R.N. Morse and W.R.vl. Read, "A rational basis for the engineering development 
of a solar still", Solar Energy (United States of America), val. 12, 1968, 
pp. 5-17. 
Morse and Read, op. cit. 

R.V. Dunkle, "Solar water distillation: The roof-type still and a multiple 
effect diffusion still", International Developments in Heat Transfer, papers 
submitted to the International Heat Transfer Conference, 1961 (Denver, 
University of Colorado, 1961), part 5, pp. 895-902. 
The nomenclature used in this annex may be found in the explanatory notes, 
p. viii. 
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Figt:,re 27. Heat fluxes for a solar still 
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The heat transfer betw·een the glass cover and the salt 1rater is qr + qc + qe, 
\·Thile the heat flmv to the surroundings is the sum of these heat fluxes, plus 
the solar er"ergy absorbed b;r the glass, or 

q -q +q +q +"'H 
ga r c e g s 

(Equation II) 

and the heat loss from the still base to the surroundings is 

q = k (T- T ). 
b b w a 

(Equation III) 

The expressions for q , q , and q are shmm by Dunkle !;./ to be 
r c e 

~= 0-9cr r<T + 46o)
4 

-- 1-T 
(T g 

+ 46o)
4_7 (Equation IV) 

[ (p -p 
(T 

ll/3 
·r ; . v; qc 0.128 T T + ll VTg + 46o) ' (T - (Equation 

'" g 39-P \·1 ...! \1 g 
iV 

q = 0.0254 [T IP -p ) T + ( vl vTg (T 
g 39- \·l 

+ 4-60)- l/3(p 
--j Vl 

- piVg) h,,. (Equation VI) 
e \-1 

p\-l 

Finally, it is necessary to relate the heat dissipation from the cover to 
the ambient tempe~~ature, Tu. 'Ihe long-vmve radiation exchange may be tal;:.en as 
being bet1-reen gla';'s at temperature Tg, emittance 0.9 and a black body at 
( Tu - 20). The c;-nvective heat-transfer coefficient, hga' is dependent on vind 
velocity, as follows: 

Hind velocity (mph) 5 

h BTU hour-1 , sq. ft.- 1 ,°F-l 2.6 
ga 

Accordingly: 

10 20 

4.1 

= 0. 9 ,. ( T + 46o) 
4 

- ( T + 440) 4 + h ( T - T ) . 
g a gag a 

(Equation VII) 

These seven equations cannot be solved explicitly, but a chart may be 
constructed from vhich graphical solutions can be obtained. 

From equation VI, figure 28 may be dra1m by plotting qe against Tg for a 
number of values of T11 . For any point on a particular qe curve, the value of 
qr + <1e may be calculated, so a second set of curves may be dra1m through all 
values of qe for which (qr + qc) = 5, 10, 20, etc. 

From equation VII, figure 29 may be draun by plotting %a against Tg for 
various values of Ta and for different 1-rind velocities. 

Now, by superimposing figures 28 and 29, figure 30 is obtained, by means of 
which equation II is solved for a lmmm initial 1-rater temperature, insolation, 
ambient conditions and still characteristics. 

:=/ R. V. Dunkle; idem. 
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Figure 28. Evaporative heat transfer, ~e, versus cover temperature, Tg, 
for different values of brine temperature, Tw 
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Figure 29. Cover heat loss, qga• versus cover temperature, Tg, 
for various values of ambient temperature, Ta, and 

1vind velocity 
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Figure 30. Characteristic chart for thermal performance of a solar still 
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The method is best described by considering the following example: 

C = 16 BTU °F-l sq. ft.-l 
wg ' 

h = 4.1 BTU hour-1 , sq. ft.-1 ,°F-1 , corresponding to a •and velocity of 
ga 10 mph 

h = 1020 BTU/lb 
i'T 

~ = l. 0 BTU hour 

T = 80°F a 

0! = 0.1 g 

f = o.B 

O'w = 0.9 

'no = 0.98 

-1 -1 0 -1 

' 
sq. ft. , F 

-l -1 H = 31.1 BTU hour · , sq. ft. 
s 

Initial T = 120°F w 

The output of the still is qc and is found by determining the operating point 
P0 - such that the length of the vertical intercept P

0
Q

0 
(BTU hoLIT-1 , sq. ft.-1) 

= 0.1 II + q + q 
s -r c 

= 31 + (~ + qc). 

The value of (car + qc) is read off the broken curves by interpolation if 
necessary, and the position of the line P0 Q0 moved unt~l the above relationship is 
satisfied. 'Ihis is a graphical solution of Eq. (2j and determines the value of Tg• 

One. then has 

-1 -1 
qc = 59 BTU hour , sq. ft. 

(~ + qc) = 30 

-1 -1 
qga = 120 BTU hour , sq. ft. 

vllience, from equation I 
dT 

C ___!!. = ( "Y + O'w'T' )H - gga. - qb wg dt g s 

dT 
16 __! = 255 - 120 - 40 

dt 
= 95 
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After an interval of one hour the new water ten:perature T\v will be 125. 9°F. 
and the process is repeated for a new value of Hs and using a line drawn by 
interpolution between T = 120 and T = 130. w w 

In this 'lray, the daily output of a solar still f::>r a specified insolation 
pattern may be determined as shown in table 5. The initial water temperature is 
chosen so that at the end of the hrenty-four-hour period it has returned to 
approximately the same value. When converting from qe (BTU hour-1, sq. ft.-l) 
to output (lb/sq. ft.) it is necessary to correct for the nominal area of the still, 
which is usually different from the 'lrater area. For the stills now in operation 
at this laboratory, the ratio of water to glass area is 0.89. The daily output 
then becomes 

'no 0.89 _· 
h vr 

q dtlb/sq.ft. 
e 

related to plan of glass. The term 'no is introduced to allo~V for the fact that all 
the water condensed on the cover may not be collected. 
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Time 6 7 8 9 

Table 5· Estimate o.r. hourl:y output (q
8

) of solar still, using characteristic chart 

(Insolation • 2,555 BTU sq. ft.-1, day-1) 

10 11 Noon 1} 14 15 16 17 18 19 20 21 22 2} M.N. l 2 4 5 

28 lll 184 236 28o 318 324 311 262 2}3 13} 86 4} 5 0 0 0 0 0 0 0 0 0 0 

Tw 85 85.5 90 96,8 104,8 113.2 1~1.5 127.8 1}1.4 131.8 130.3 124.6 118.3 111.9 105.2 100.4 96.6 93.4 91.1 89.2 87,6 86.2 85.2 84.5 

O-Lq
5 

3 11 18 24 28 32 3l 32 26 23 13 8 4 0.5 0 0 0 0 c 0 0 0 0 0 

~+qc 5 5 7 12 18 24 31 :;6 38 4o 4o 37 33 ;o 23 19 16 12 11 9 8 6 5 3 

3 4 6 12 25 40 82 93 100 82 6:; :;o 21 17 12 9 7 7 2 

11 20 31 48 71 150 100 19 53 40 }3 24 20 16 15 11 

5 6 10 17 25 33 

124 

41 

149 

48 

157 

51 

16} 

52 50 45 38 32 25 20 17 13 11 9 8 6 

8 

5 

5 

5 

0-0SHs 2.2 9 15 19 22 26 26 25 21 19 11 1 4 0 0 0 0 0 0 0 0 0 0 0 

Sub-
total 18 35 56 84 118 155 191 222 229 234 211 179 142 111 78 6o 50 37 31 25 23 17 13 10 

0.9Hs 25 100 166 212 252 286 292 280 2}6 210 120 78 39 4 0 0 0 0 0 0 0 0 0 0 

1 65 110 128 134 131 101 58 1 -24 -91 -101 -103 -lCf{ -78 -60 -50 -37 -31 -25 -23 -17 -13 -10 

0.5 4.1 6.8 8 8,4 8.3 6.:; :;.6 o.4 -1.5 -5.7 -6.:; -6.4 -6.7 -4.8 -3.8 -3.2 -2.3 -1.9 -1.6 -1.4 -1 -0.7 -o.6 

Note: Total qe .. 829 BTU day-1, sq, ft. -
1; Daily output= 829 x 0.98/1020 x 0,89 = 0.71 lb/sq. ft. 
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ANNEX III 

WATER STORAGE REQUIREMENTS AND COSTS FOR A 
SOLAR-STILL INSTALLATION 

The example given here is based on the predicted output of a still 100 times 
larger than that considered in table 3, but otherwise similar (i.e., a still with 
an area of 100,000 sq. ft.). The average output of the still over the year is 
6,700 gpd. 

Shown here is an estimate of the storage capacity required, assuming the 
water need is constant at 6,700 gpd. ~~us, excess summertime capacity is to be 
stored for wintertime use. One hundred per cent recovery of stored water is 
assumed. No rainfall is included. 

Column 2 of table 6 shows the average daily production, by month. Column 3 
shows excess (+) or deficiency (-) of average daily production, in relation to 
4aily needs. Column 4 shows the sums of the excesses or deficiencies in average 
daily production. 

Table 6. Estimate of solar-still output and storage requirements 

1 2 3 
Average daily Monthly excesses (+) 

Month output or deficiency (-) 

--~----~allo~l_-~-

April 8,300 +1,600 

May 9,500 +2,800 

.rune • 10,300 +3,600 

July 10,100 +3,400 

August 8,900 +2,200 

September 7,600 + 90G 

October 5,300 -1,400 

November 3,200 -3,500 

December 2,700 -4,000 

January 2,900 -3,800 

February 4,300 -2,400 

March 6,600 700 
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4 
Sum of excesses 
or deficiencies 

+14,500 

-14,500 



From April through September, the months of excess capacity, a total 
estimated excess (at thirty days per month) is 30 x 14,500 = 435,000 gallons 
of storage capacity. 

If this excess is stored for use during the months of deficiency, October 
through March, the still production plus water from storage will just meet the 
constant average water need of 6,700 gpd. 

Thus, a storage capacity of approximately 435,000 gallons, or approximately 
65 days nominal capacity, is required. 

The cost of the solar still, at $1/sq. ft., is $100,000. 

The cost of the tank, assuming a horizontal steel tank of 435,000 gallons 
capacity at $0.03 per gallon of capacity, is $13,100. 

Thus, the increase in investment due to tank requirements is 13.2 per cent. 

Assuming the annual total cost of 10 per cent of still cost, for both still 
and storage system, for the-annual output of 2,450,000 gallons (365 x 6,700), the 
cost without storage is $4.08 per 1,000 gal_lons; and the cost with storage is 
$4.62 per 1,000 gallons. 

This example, which shows a 13 per cent increase in costs due to storage 
requirements, is based on a "conservatively high" and long-term storage 
requirement. (It is of interest to note that a source of water available at 
less than $4.62 per 1,000 gallons would admit the possibility of use of the 
supplementary supply, less storage of solar-distilled water, and possibly a 
smaller still.) 
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